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NEWFIELD

October 26, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitnev
1594 West North Temple - Suite l2l0
P.O. Box 145801
Salt Lake City, Utah 841 14-580 1

RE: Applications for Permit to Drill
Federal 1-28-9-16 Federal 9-28-9-16
Federal 2-28-9-16 Federal 10-28-9-16
Federal 3-28-9-16 Federal 11-28-9-16
Federal 4-28-9-16 Federal 12-28-9-16
Federal 5-28-9-16 Federal 13-28-9-16
Federal 6-28-9-16 Federal 14-28-9-16
Federal 7-28-9-16 Federal 15-28-9-16
Federal 8-28-9-16 Federal 16-28-9-16

Dear Diana:

Enclosed Snd APD's on the above referenced wells. The proposed 1-28-9-16, 5-28-9-1
9-28-9-16, and 13-28-9-16 locations are Exception Locations. Our Land Department will
send you the required Exception Location Letters. If you have any questions, feel free to
give either Dave Allred or myself a call

Mandie Crozier
Regulatory Specialist

OlC

DCÌOSUECS

RECEIVED
OCT27 2006

DIV.0F0lL,GAS&MINING

Newfield Exploration Cornpany Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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Form 3160-3 FORM APPROVED
(September 2001) OME No. 1004-0136

Expires Amump 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease serialNo.

BUREAU OF LAND MANAGEMENT UTU-74392

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian, Allottee or Tribe Name

N/A

i a. Type of Work: | DRILL Q REENTER
7, If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Gas Wel Ü Other Single Zone O Multiple Zone Federal 3-28-9-16

2. Name of Operator 9. APT Well No.

Newfield Production Company 94 )$-33
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly ord in accordance with any State requirements.*) I 1. See,, T., R., M., or BIk. and Survey or Area

At surface NE/NW 651' FNL 1810' FWL SQ 0, oO 7 ) 27
NE/NW Sec. 28, T9S R16E

At proposed prod. zone d -// D. / 24 5 79
14. Distance in miles and direction from nearest town or post office 12. County or Parish 13. State

Approximatley 23.6 miles southwest of Myton, Utah _ Duchesne UT
15. Distance from proposed* 16 No, of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 1810' f/Ise, NA flunit 2080.00 40 Acres

18. Distance n'omproposed location* 19 Proposed Depth 20. BLM/BIA BondNo. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1333' 5915' UTBooo192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6097' GL 1st Quarter 2007 opmximatelyseven m days from spua to rio release.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No,1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan Item20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
zed otTicer.

' Datie0/12/06

Regula cialist¯
ed by ur Name (Prinic<h ped) D

BRADLFYG Hll I ¯$ N
T tie oENVIRONMENTALMANAGER

plication approval doe ot arrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any. are attached.

Title 18 U.S.C. Sectieri 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

*(lnstructions on revers )

0CT27 2006
DIV,OFOlL,GAS&MININGAndersiApprovel oi thisAction Is



T9S. Ri6 E, S. L.B. &M. N£ÐYELDPRODUCTIONCOXPMY
N8957'W - 80.16 (G.L.O.) 2648.15' (Meas.) WELL LOCATION, 9 MILE 3-28-9-16,

SB9 JJ'59"W - 2660.02' (Meos.) y NB957'W G.LO. (Basis of Bearings) y LOCATED AS SHOWN IN THE NE 1/4 NW

s ce, ,-- 'e','osscap s cop 1/4 OF SECTION 28, T9S, R16E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

DRILLING
NDOW

BAR SCALE

N

9 M/LE J-28-9-16
ELEV UNGRADED GROUND = 6097.2' THIS IS TO CERTIFY THA WAS

PREPARED FROM FIELD F RVEYS
MADE BY ME OR UN THAT
THE SAME ARE TRU RRECT T T T OF
MY KNOWLEDGEAN I .No.189377

T CY W.
REGIS D LA
REGIS A N o.
STATE F

1910 1910 1970
Brass Cap Brass Cap Brass Cop

NB9 48'58"E - 2641.25' (Meos.) NB9 54'55"E - 2644.74' (Meas.) '
TRI STATELANDSURVEYING& CONSULTINGS89 58'E - 80.14 (G.L.O.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

|
9 M/LE 3-28-9-16 DATE SURVEYED

= SECTION CORNERS LOCATED (Surface Location) NAD BJ 07-os-os SURVEYED BY: C.M.

LA TITUDE = 40 00' 26.49" DATE DRAWN:
DRAWN BY F.T.MBASIS OF ELEV, LONGITUDE = 110 07' 38.28" 07-12-06

U.S.G.S. 7-1/2 min QUAO (MYTON SW) REVISED: SCALE: 1" =
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NEWFIELD PRODUCTION COMPANY

FEDERAL #3-28-9-16
NE/NW SECTION 28, T9S, RI6E

DUCHESNECOUNTY,UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORATATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2515'
Green River 2515'
Wasatch 5915'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2515' - 5915' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECTFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND COR1NG PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #3-28-9-16
NE/NW SECTION 28, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINTSURFACE USE & OPERATIONS PLAN

1. EX]STING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #3-28-9-16 located in the NE
1/4 NW 1/4 Section 28, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junction of this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - I1.0 miles ± to it's
junction with an existing road to the northeast; proceed northeasterly and then southwesterly -
10.1 miles ± to it's junctionwith an existing road to the southeast - proceed southeasterly - 0.2
miles ± to it's junctionwith the beginning of an existing two track road; proceed along the
existing two track road - 0.6 miles ± to it's junctionwith the beginning of the proposed access
road; proceed easterly along the proposed access road - 450' ± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCA270N OF EXISITNG WELLS

Refer to Exhibit "B".

4. LOCATION OF EXlšTING AND/OR PROPOSED FACILITTES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A",

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Montunent Butte Field SOP.

METHODS FOR IIANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCTLLARY FACTLl17ES

Please refer to the Monument Butte Field
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMA77ON

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #06-175. Paleontological Resource Survey prepared by, Wade E.
Miller, 4/26/06. See attached report cover pages, Exhibit "D".

Newfield Production Company requests 450' of disturbed area be granted in Lease UTU-74392 to
allow for construction of the planned access road. Refer to Topographic Map "B". For the
planned access road a temporary width of 60' will be needed for construction purposes with a
permanent width of 30' and a running surface of 18'. The construction phase of the planned
access road will last approximately (5) days. The planned access road will be an 18' crown road
(9' either side of the centerline) with drainage ditches along either side of the proposed road
whether it is deemed necessary in order to handle any run-off from normal meteorological
conditions that are prevalent to this area. The maximuin grade will be less than 8%. There will
be no culverts required along this access road. There will be barrow ditches and turnouts as
needed along this road. There are no fences encountered along this proposed road. There will be
no new gates or cattle guards required. All construction material for this access road will be
borrowed material accumulated during construction of the access road.

Newfield Production Company requests 1,760' of disturbed area be granted in Lease UTU-74392
to allow for construction of the proposed gas lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel
gas line and 30' wide upon completion of the proposed gas lines. Both lines will tic in to the
existing pipeline infrastructure, Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests 1,760' of disturbed area be granted in Lease UTU-74392
to allow for construction of the proposed water lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a buried 3" steel water injection line and a
buried 3" poly water return line and 30' wide upon completion of the proposed water lines.
Refer to Topographic Map "C." For a ROW plan of development, please refer to the
Monument Butte Field SOP.

Surface Flow Line
For all new wells, Newfield Exploration requests that a 30 light of way be granted to allow for
construction of up to a 14" bundled pipe. Refer to Topographic Map "D" for the proposed
location of the proposed flow line. Flow lines will be tan and will be constructed using the
following procedures:

Clearing and Grading: the proposed low line will be placed on the surface of the ground. As
such no grading or clearing will be needed. The flow line will be centered staked every 200 feet
prior to the installation. The llow line will be as close to the access road as possible
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interfering with the normal road travel or road maintenance. All flow lines will be buried under
roads at crossings and will cross roads only where existing gas pipeline corridors exist

[nstallation for portions along existing roads. lengths of pipe will be laid in the barrow ditch,
welded together and moved into place. For lines that go cross-countrv minimal access will be
needed only for maintenance purpose. It is in the best interest of Newfield Exploration to avoid
wet and saturated ground that would cause ruts greater than 3 inches in depth. Disturbed areas
will be reclanned with in 120 days of the end of the installation.

Tennination and final restoration. A notice of abandonment will be filed with the BLM for final
recommendations regarding surface reclamation. After abandoninent the flow line will be
removed. and any surface disturbance will be reclaimed according to the standards and specifics
set by the BLM

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte.
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S Rl9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None For the Proposed Federal 3-28-9-16

Reselse Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation (All poundages are in pure live seed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass /filaria Jamesu 6 lbs/acre

Details of the On-Site Inspection
The proposed Federal #3-28-9-16 was on-sited on 7/28/06. The following were present. Shon
Mckinnon (Newfield Production), Chris Carusona (Bureau of Land Management), and Brandon
McDonald (Bureau of Land Management). Weather conditions were clear and ground cover
was 100% open.

13. LESSEE'S OR OPERATORS REPRESENTA170E AND CER27FIC477ON

Regresentative

Name Shon Mckinnon
Address Route #3 Box 3630

Myton. t)T 84052
Telephone (435) 646-372
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Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the

operator of well #3-28-9-16 NE/NW Section 28, Township 9S. Range 16E: Lease (/00-74392
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #B001832.

I hereby certify that the proposed drill site and access route have been inspected. and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for th filing of a false
statement.

10/26/06 ff
Date Mandi Crozier

Regulatory Specialist
Newfield Production



NEW LD PRODUCTION APANY
9 MILE 3-28-9-16

Section 28, T9S, Ri6E, S.LB.&M.

Toe of
Fill slope C/1.4

F/14.8 \ . , TOPSOR.
STOCKPM.E f.

STA. 2+90

ROUNO CORNER TO µ¡r TOÑSO//
AVO/DEXCESS F/LL STocxPit

C/2. 5
STA. 22

- C/5.7

2' Berm Around F///
Portion of Location

//Û.1 720' 29 C/6.9
STA. 1+60 C

. WELLHEAD: Note:
UNGRADED = 6097 2' E/ore p/t is to be
E/N. GRADE = 6088.8' /ocated at /east 80'

from we// head

EXÔESS:
MA1ER/AL

soowo conses ro

0+00
AVolo ExcEss cu

C/5.6

C/4.6 rop or
cut slope REFERENCE POINTS

180' EASTERLY = 6082.8'
203' EASTERLY = 6076.3'

PROPOSED AccEss 170' NORTHERLY = 6075.O'
RoAD (Mox sx crode) 220' NORTHERLY = 6075.4'

SURVEYED BK CM. SCALE: 1" - 50' ri Sta,te <""J'"'-23°'

Land Surveying Inc.DRA WN BK E EM DA TE· 07-12-06
\ 180 NORTH VERNAL AVE. 'VERNAL,UTAH



N FIELD PRODUCTIOËCOMPANY
CROSS SECTIONS

9 MILE 3-28- 9-18

= 50' SM. 2+90

= 50' SM. 2+22
EX/ST/NG
GRADE

F/N/SHED GRADE

1" = so' SM. 1+60

1" = so' SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOlL EXCESS

NOTE: PAD 5,050 5,040 TCPeoil is 10
UNLESS OTHERWISENOTED not included

PIT 640 0 in Pad cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 5,690 5,040 1,070 650

SURVEYED BK C.M SCALE 1" = 50' t Sta,te (4J5) 781-2501

Land Surveying Inc.DRA WN BK E TM DA TE; 07-12-06
, 180 NORTH VERNALAVE. VERNAL,UTAH
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ewfield Production Com any
Proposed Site Facility Diagram

Federal 3-28-9-16

NE/NW Sec. 28, T9S, RI6E

Duchesne County, Utah

UTU-74392

Well Head 55 Gallons
Methonol

Pumping Unit Legend

165 Gallons Emulsion Line
Chemical Drums

Load Rack -----------

..

WaterLine - -·-·-·-·

33 Gallons
Motor Oil Heater Gas Sales - -- · -- -

Treater Oil Line

Gas Sales Meter

I
I
IWater Tank 6 -- · --

200 bbi I Production Phase:
I

1) Valves 1 3, and 4 sealed closed
I

2) Valves 2. 5. and 6 sealed open

2 --

Sales Phase:
4 Production Tank - - - - - - - - - - - -

Load Rack

i i 1) Valves 1, 2, 4, 5, and 6 scaled closed
400 bbl 1 . -.' I

I | 2) Valve 3 open
I I

i
I

5 I i

Draining Phase:

2 I) Valves i and 6 open

Production Tank
4

400 bbl
3 --j-

1 - 3

Diked
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| s line 5-25

(435) 781-2501
100 North Ustnal Avik Vernet, Utah 64078

9 Mile 3-28-9-16 •· • • • -• -

SEC. 28, T9S, R16E, S.L.B.&M. • "A"
I i



UTU - 84937

UTU - 74381
UTU - 74392

7€6
- +

, 4

I mL 2 2M'

Proposed Location se.ot 1,520 9 MIIe 3-28 |Js i a

TRAtt

519

UTU - 74393

Legend

Existing Road
Aett'Senep y for Proposed Access

(435) 781-2501
Existing Two-Track

180 North Viprnal Ave Yemal, Ulan 84078

9 Mile 3-28-9-16 - ... -

SEC. 28, T9S, R16E, S.L.B.&M. •= = = - "g"
I



UTU - 64937

22 -
UTU -74381

UTU-74392

Tle ln at Existing

1,3
Tle in Mb Isting

60'
t 250'
t 200' Pmposed Location

200 9 Mile 3•28

UTU - 74393

Legend in---

---..-... Propo..a a.. un,
ess'Sameyskyfw. -..mmm-- Proposed Weber Une

(435) 781-2501
180 North Wrrmi Ave. Vernel. Utah 84075

9 Mlle 3-28-9-16 - ... · -· - - -

SEC. 28, T9S, R16E, S.L.B.&M. - "C"
D ' i



UTU-84937

UTU-74391

UTU -74352

9MCProposed wentral

attery Lesadon *
.

UTU · 74393 e

Roads
-...... Proposed Finn urseaumen

Propneed Centret Bauery
30)?al-2001

r N h rnst A e nii M Ad&76

SEC. 28, T9S, R16E, S.LB.&M. "D"
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CULTURALRESOURCE INVENTORYOF
NEWFIELDEXPLORATION'S BLOCK PARCEL

INTOWNSHIP 9S, RANGE 16E, SECTIONS 27, 28, 29 AND30
DUCHESNE COUNTY, UTAH

By:

Jenn Mueller

Prepared For:

Bureau of Land Management
Vernal Field Office

Prepared Under Contract With:

NewfieldExploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 219

Moab, Utah 84532

MOACReport No. 06-175

September 8, 2006

United States Department of Interior (FLPMA)
Permit No. 06-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.



NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE AND UINTAH COUNTIES, UTAH

NE 1/4, NW 1/4, Section 33, T 9 S, R 18 E; Section 19, T 9 S, R 17 E [entiresection excluding
the NW 1/4, NW 1/4]; Section 27, T 9 S, R 16 E [entire section excludingthe NW 1/4, NW 1/4],

I Section 28, T 9 S, R 16 E [entire section]; Section 29, T 9 S, R 16 E [entire section]; Section 30,
T 9 S, R I6 E [entire section].

I
I REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by:

Wade E. Miller
Consulting Paleontologist

April 26,



WORKSHEET

APPLICATION FOR PEKMIT TO DRI

APD RECEIVED: 10/27/2006 API NO. ASSIGNED: 43-013-33408

WELL NAME: FEDERAL 3-28-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENW 28 0905 160E .Tech Review Initials Date
SURFACE: 0651 FNL 1810 FWL
BOTTOM: 0651 FNL 1810 FWL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.00733 LONGITUDE: -110.1266

UTM SURF EASTINGS:574550 NORTHINGS: 4428726 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-74392 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/' Plat R649-2-3.
w/^

Bond: Fed[1] Ind[] Sta[] Fee[] Unit:
ORo. UTBOOOl92 )

L Potash (Y/N) ly R649-3-2. General

A Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

b
' Water Permit R649-3-3. Exception

UNo.MUNICIPAL )
L RDCC Review (Y/N)

Drilling Unit

(Date: ) Board Cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting:

AAN Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: ( a PT
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OPERATOR: NEWFIELDPROD CO (N2695)

SEC: 28 T.98 R. 16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

SFACING:R649·3·2/GENERALSITING Wells senŒOf
Utah 00 Gas and Meeg

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUC1NG GAS
ACTIVE GAS STORAGE e PRODUCING OILNF PP OIL -e SHUT-IN GASCOMBINED NF SECONDARY

• SHUT-IN OIL W E
INACTWE NDING ):( TEMP. ABANDONED
PROPOSED

PPGAS o TESTWELL

RM N TED PP GEOTHERML A WATER INJECTION S
PF OIL þ WATER SUPPLY PREFARED BY: DIANA MASON
SECONDA RY g WATER DISPOSAL DATE: 30.OCTOBER-2006
TERMINATED



O
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
ss LieuterrarrtGoverttor

State of Utah
October 30, 2006

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: Federal 3-28-9-16 Well, 651' FNL, 1810' FWL, NE NW, Sec. 28, T. 9 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq,, Utah Administrative Code R649-3-1 et seq., and theattached Conditionsof
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33408.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801)538-5340 • facsimile (80I) 359-3940 • TTY (801) 538-7458 •



Operator: Newfield Production Company
Well Name & Number Federal 3-28-9-16

API Number: 43-013-33408
Lease: UTU-74392

Location: NE NW Sec. 28 T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing pattems) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



FORM 3160-5 UNITED STATES FORM APPROVED

(June '?90) - DEPARTMENT OF THE INTERIOR Budget BureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74392

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE N/A
1. Type of Well

X u omer
MSW 0 30NO 8. Well Name and No.

FEDERAL 3-28-9-16

2. Name of Operator my: 0 130 9. API Well No.
43-013-33408

NEWFIELD PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

651 FNL 1810 FWL NEINW Section 28, T9S R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, (IR OTHER DATA

TYPE OF SUBMISSION TYPE OF AC flON

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original

approval date was 10/30/06 (expiration 10/30/07).

This APD has not been approved yet by the BLM.

Approved by the
Utah Divisionof

Oil, Gas and Mining

Date: Ò- -

By:

Signed

Man'die ozie

Title Regulatory Specialist Date 10/4/2007

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: Utah DOGM

Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: [4;;-013-33408

Well Name: Federal 3-28-9-16

Location: NE/NW Section 28,T9S R16E
Company Permit Issued to: Newfield Production Company

Date Original Permit Issued: 10/30/2006

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownershipchanged, if so, has the surface
agreement been updated? Yesl21NoO

Have any wells been drilled in the vicinityof the proposed well which wouldaffect
the spacing or siting requirements for thislocation? YesO NoE

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoE

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IEl

Has the approved source of water for drilling changed? YesO NoE

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding sti in place, which covers thisproposed well? YeslEINoO

10/4/2007

Signature Date

Title: Regulatory Specialist

Representing: Newfield Production



FORM 3460-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74392

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE N/A
l. Type of Well

X
Oil Gas 8. Well Name and No.
Well | Well Other FEDERAL 3-28-9-16

9. API Well No.
2. Name of Operator 43-013-33408

NEWFIELD PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

651 FNL 1810 FWL NE/NW Section 28, T9S R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

X |Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Newfield Production Company requests to extend the Permit to Drill this well for one year.

Approved by the
Utah Divisionof

Oil, Gas and Mining

Dat

By: RECEIVED
COPYSENTTOO ATOR SEP29 2008
initials: DIV.OFOlL,GAS&MINING

14. I hereby certify that the for i g is true and c ect

Signed Title Regulatory Specialist Date 9/26/2008

Mandie Crozier
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: ŠiiŠg4ÄŠ
Well Name: Federal 3-28-9-16

Location: NE/NW Section 28,T9S R16E
Company Permit Issued to: Newfield Production Company
Date Original Permit Issued: 10/30/2006

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O NoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for thislocation? YesO NolEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesONolEl

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No lEl

Has the approved source of water for drilling changed? YesO NolEl

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoIEI

Is bonding still in place, which covers this proposed well? YeslEINoO

9/26/2008

e

Title: Regulatory Specialist

Representing: Newfield Production Company RECEIVED
SEP29 2008

DIVOFOIL,GAS&



Form3|60 3 FORil APPROVED
(September2001) WBNo. 1004-0:36

Exoires lammry 31 200-!
UNITED STATES

DEPARTMENT OE THE INTERIOR 5. Leam SerW No.

BUREAU OF LAND MANAGEMENT UTU-74392

APPLICATION FOR PERMlT TO
N/A

- 7. If L nit or CA Aureement Name and No.
la. TypeofWork: & DRILL REENTER

N/A

lb. Type of Well: J Off WeÏl A Gas Well Ä Other il Sinele Zone Ä Mtütiple Zona Federal 3-28-9-16 -
1. Name of Operator 9. API Well No.

Newfield Production Company BVERNALLEAH 48 in3 swr>f
3a. Address 3b. Phone No. rincludh area code) 10. Flekiand Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) . I 1. Sec.. T., R.. M..or Blk.and Survey or Area

At surface NE/NW 651' FNL 1810' FWL
NEINW - Sec. 28. T9S R16E

At proposed prod. zone

14. Distance in miles and direction ûom nearest town or post office* 12. County or Parish 13. State

Approximatley 23.6 miles southwest of Myton. Utah Duchesne | UT
15. .Distance Erom proposed* 16. No. of Aeres in lease 17. Spacing Unit dediented to this well

location to nearest
property or lease line. Et.
(Also to nearest drig. unit linè, if any) Approx. 1810' f/Ise, NA flunil 2080.00 40 Acres

18. Distance Fromproposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well. drilling, completed.
applied for, on thislease, ft. Aporox. 1333' 59152 UTB000192

21. Eles ations (Show whether DF, KDB, RT. GL etc.) 22. Approximate date work will start* 23. Estimated de ation

609TGL 1slQuarter2007 Apprmm lys-a. ys omspwaaaarstaa

24. Attachments

The following. completed in acconiance with die requirernents of Gnshore Oil and Gas Order No-L shall-be attached to this arm:

1. Melf ¡ilat certified by a registerad oc cor. 4. Bond to coser the oper.uions unless cotered hv m ansting bond on ûW isee

2. k Driline Plan. RenOU dat
5. Operator certification3 i Surice Use Plan if the location is on Natiersa! Eorest Sy tem Lands. the
6. Such other site pec e information andar plan as may he required b the

PO shall be filed ith the appropriate Eorest Sers ice OFücet
then euemeer

Regu orv Specia s

CONDIT NS OF ÔŸÂÂÊÊ

RECEfVED

bysxsol A
MAY18 2009



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NENW, Sec. 28, T9S, R16E
Well No: Federal 3-28-9-16 Lease No: UTU-74392
API No: 43-013-33408 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913

Supervisory NRS Karl Wright (435) 781-4484
NRS/Enviro Scientist Christine Cimiluca (435) 781-4475
NRS/Enviro Scientist Dan Emmett (435) 781-3414 (435) 828-4029
NRS/Enviro Scientist Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist Lori Ford (435) 781-4406
NRS/Enviro Scientist David Gordon (435) 781-4424
NRS/Enviro Scientist James Hereford (435) 781-3412 (435) 828-3546
NRS/Enviro Scientist Chuck Macdonald 435) 781-4441 (435) 828-7481
NRS/Enviro Scientist Nathan Packer (435) 781-3405 (435) 828-3545

NRS/Enviro Scientist Paul Percival (435) 781-4493 (435) 828-7381
NRS/Enviro Scientist Verlyn Pindell (435) 781-3402 (435) 828-3547

NRS/Enviro Scientist Holly Villa (435) 781-4404 (435) 828-3544
Fax: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS
Location Construction - Forty-Eight (48) hours prior to construction of location and I
(Notify Environmental Scientist) access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify Supv. Petroleum Tech.) all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for more

i than ninety (90)



Page 2 of 9
Well: Federal 3-28-9-16

3/6/2009

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• All new and replacement internal combustion gas field engines of less than or equal to 300 design-
rated horsepower must not emit more than 2 gms of NOx per horsepower-hour. This requirement -

does not apply to gas field engines of less than or equal to 40 design-rated horsepower.

• All and replacement internal combustion gas field engines of greater than 300 design rated
horsepower must not emit more than 1.0 gms of NOx per horsepower-hour.

• If there is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigation may be necessary for the discovered paleontologic material before construction can
continue.

SURFACE CONDITIONS OF APPROVAL

NEPA Document number: DOI-BLM-UT-2008-0659-EA
Company/Operator: Newfield Production Company
WellName & Number: Federal 1-28-9-16, Federal 2-28-9-16, and Federal 3-28-9-16 and 4-28-9-16,
Federal 1-29-9-16, Federal 2-29-9-16, Federal 3-29-9-16, and Federal 4-29-9-16, Federal 1-30-9-16, Pederal
2-30-9-16, Federal 3-30-9-16, and Federal 4-30-9-16
Surface Ownership: BLM

CONDITIONS OF APPROVAL:

Wildlife

Wells 1-30-9-16, 2-30-9-16, 3-30-9-16, 4-30-9-16, 3-29-9-16, and 4-29-9-16 will be located within Crucial
Elk Calving habitat. In order to minimize impacts, no construction, drilling, or other development activity
will be allowed from May 15 thru June 30.

If it is anticipated that construction or drilling will occur during the given timing restrictions for any
wildlife, a BLM or qualified biologist shall be notified so surveys can be conducted. Depending upon the
results of the survey, permission to proceed may or may not be recommended or granted.

Within 90 calendar days of the approval date for this Application for Permit to Drill (APD), the
operator/lessee shall submit to the Authorized Officer (AO), on Sundry Notice Form 3160-5, an
Interim/Final Surface Reclamation Plan for surface disturbance on well pads, access roads, and pipelines.
At a minimum, this will include the reshaping of the pad to the original contour to the extent possible; the
re-spreading of the top soil up to the rig anchor points; and, the area reseeded using appropriate reclamation
methods. The AO will provide written approval or concurrence within 30 calendar days of



Page 3 of 9
Well: Federal 3-28-9-16

3/6/2009

Interim and Final Reclamation

Reclamation Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, equipment, debris, materials, and trash. Any hydrocarbons in the pit will be removed in
accordance with 43 CFR 3162.7-1. The reserve pit and the portion of the well not needed for production
facilities/operations will be re-contoured to the approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion, or as soon as environmental conditions allow.
The stockpiled pit topsoil will then be spread over the pit area. Seeding shall be impleniented in the fall
only, between August 15 and December 15. The seed shall be drilled wherever possible. If the seed is
aerially broadcasted, then the seed shall be covered immediately (crimped into the topsoil with a bulldozer
or other heavy equipment). Forage Kochia shall be applied to the surface and not covered. If initial seeding
is not successful, reseeding may be required.

Interim and Final Seed mix for wells: 1-28-9-16, 2-28-9-16, 3-28-9-16, 4-28-9-16, 1-29-9-16, 2-29-9-16, 3-
29-9-16, 4-29-9-16, 1-30-9-16, and 2-30-9-16.

Common name Latin name lbs/acre Recommended seed
ÿlantingdepth

Squirreltail grass Elymus elymoides 3.0 - ¼ - ½"
Shadscale saltbush Atriplex confertifolia 0.50 ½"
Four-wing saltbush Atriplex canescens 0.50 ½"
Scarlet globemallow Sphaeralcea coccinea 0.10 ¼ - ¼"
Western wheatgrass Pascopyrum smithii 2.0 ½"
Ephraim Crested Agropyron cristatum 2.0 ½"
Wheatgrass var. Ephraim
Anatone bluebunch Agropyron spicatum 2.0 ½"
wheatgrass var. Anatone
Ladak Alfalfa Medicago sativa var. l .0 ½"

Ladak

Interim and Final Seed mix for wells: 3-30-9-16, 4-30-9-16

Common name Latin name lbs/acre Recommended seed
plantingdepth

Western Wheatgrass Pascopyrum smithii 3.0 ¼ - ½"
Ephraim Crested Agropyron cristatum 2.0 ½"
Wheatgrass var.

Ephraim
Ladak Alfalfa Medicago sativa var. 1.0 ½"

Ladak
Scarlet globemallow Sphaeralcea coccinea 1.0 ½ ¼"
Shad scale Atriplex confertifolia 2.0 ½"
Fourwing Saltbush Atriplex canescens 2.0 ½"
Winterfat · Ceratoides lanata 1.0 ½"
Forage Kochia2 Kochia prostrata 0.5



Page 4 of 9
Well: Federal 3-28-9-16

3/6/2009

• . All pounds are pure live seed.
• All seed and mulch will be certified weed free.
• Rates are set for drill seeding; double rate if broadcasting.
• Pteseeding may be required if initial seeding is not successful.

Final reclamation:
Once the location is plugged and abandoned, the well location, access, and any disturbed areas shall be re-
contoured to natural topography, topsoil shall be re-spread, and the entire location shall be seeded following
guidelines in the seed mix bullet statement above. Final seed mix: same as interim unless otherwise
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3/6/2009

DOWNHOLE PROGRANI
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Production casing cement shall be brought up and into the surface.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly adhered.
to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCING OPERATING STANDARDS

e The spud date and time shall be reported orally to Vernal Field Office within 24 hours of spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

• All requirements listed in Onshore Order #2 III. E. Special Drilling Operations are applicable for air
drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or abandoned.
Closing unit controls shall remain unobstructed and readily accessible at all times. Choke manifolds
shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the daily
drilling report. Components shall be operated and tested as required by Onshore Oil & Gas Order
No. 2 to insure good mechanical working order. All BOPE pressure tests shall be performed by a
test pump with a chart recorder and NOT by the rig pumps. Test shall be reported in the driller's
log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all easing strings set and cemented
in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. If flowing water is
encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM Vernal
Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days
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Well: Federal 3-28-9-16

3/6/2009

encounter. Each report shall include the well name/number, well location, date and depth (from KB
or GL) of encounter, vertical footage of the encounter and, the name of the person making the report
(along with a telephone number) should the BLM need to obtain additional information.

• A complete set of angular deviation and directional surveys of a directional well will be submitted to
the Vernal BLM office engineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the CBL
to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT VN_Welllogs@BLM.gov. This submission will supersede the requirement for submittal of
paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation must
have prior approval from the BLM Vernal Field
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3/6/2009

OPERATING REQUIREMENT REMINDERS:

• All wells, whether drilling, producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator, lease serial
number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which operations
commence and continue each month until the well is physically plugged and abandoned. This report
shall be filed in duplicate, directly with the Minerals Management Service, P.O. Box 17110, Denver,
Colorado 80217-0110, or call 1-800-525-7922 (303) 231-3650 for reporting information.

• Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written communication
and must be received in this office by not later than the fifth business day following the date on
which the well is placed on production. The notification shall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼, Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will be
paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the-BLM Vernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will be
reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major Events"
will be reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report
of Operations and
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• Whether the well is completed as a dry hole or as a producer, "Well Completion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days after completion of
the well or after completion of operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completion report a geologic report including, at a minimum, formation tops,
and a summary and conclusions. Also include deviation surveys, sample descriptions, strip logs,
core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted only when requested by the BLM, Vernal Field Office.

• All off-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have prior
written approval from the BLM Vernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM Vernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall be
identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLM Vernal Field Office within 30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to.
All product lines entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval of
the BLM Vernal Field Office. If operations are to be suspended for more than 30 days, prior
approval of the BLM Vernal Field Office shall be obtained and notification given before resumption
of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water produced
from this well for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period will be considered as an Incident of Noncompliance and will be
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is provided
and approved by this
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• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or abandoned, all
pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface



BLM- Vernal Field Office - Notification Form

Operator Newfield Rig Name/# Ross rig # 21
Submitted By Jim Smith Phone Number 823-
2072
Well Name/Number Fed 3-28-9-16
Qtr/Qtr NENW Section 28 Township 9S
Range _16E
Lease Serial Number UTU-74392
API Number 43-013-33408

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 6/22/09 9:00 AM PM

Casinq - Please report timecasing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 6/22/09 4:00 AM PM

BOPE
O Initial BOPEtest at surface casing point
O BOPE test at intermediate casing point

30 day BOPEtest
Other

Date/Time AM





FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR
° °°3$°

o'
BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74392
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement,Name and/or

l Type of Well
Oil Well Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL3-28-9-16

NEWFIELDPRODUCTION COMPANY 9 Apygy ¡¡y
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333408

Myton,UT 84052 435646 3721 10 Field and Pool or Exploratory Area

4 LocationofWell (Footage, Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE

651 FNL 1810 FWL 11. Countyor Parish, State

NENW Section28 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) O WaterShut-Off
Notice of Intent Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete S Other

Change Plans O Plug & Abandon Q TemporarilyAbandon SpudNotice

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal

13 Describe Proposed or Completed Operation: (Clearly state all pertinent details, includingestimated starting date of any proposed work and approximatedurationthereo£ If the

proposal is to deependirectionallyor recompletehorizontally,give subsurface locationsand measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the BondNo. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days following completion

of the involvedoperations. Ifthe operation results in a multiple completion or recompletion in a new interval,a Fonn 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, includingreclamation, have beencompleted, and the operatorhas determinedthat the site is ready for final

inspection.)

On 6/22/09 MIRURoss spud rig #21. Drill 310' of 12 1/4" hole with air mist.TlH Wl8 Jt's 8 5/8" J-55 24# csgn. Set @317' KB.

On 6/26/09 Cement with 160 sks of Class "G" w/ 2% CaCL+ 1/4# Cello Flake. Mixed @ 15.8 ppg> 1.17 cf/sk yelld. Returned 6

bbis cement to pit.

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Sig
JoLnnvDa

D

rilli/n20Foreman

/ THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Tit\e Da‡e

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any departmentor agencyofthe United

States anv false. fictitious and fraudulentstatements or reoresentations as to anv matter within its iurisdiction

(Instructions on page 2 RECE IVED
JULO8 2009

DIV.OFOIL.GAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8" CASING SET AT 317.03

LAST CASING SET AT OPERATOR Newfield Exploration Company

DATUM 12 WELL FEDERAL 3-28-9-16

DATUMTO CUT OFF CASING FIELDIPROSPECT MB
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG # Ross #21

TD DRILLER 310 LOGGER
HOLE SIZE 12 1/4"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Guide shoe 0.9

1 8 5/8" Shoe jt 24 J-55 STC A 36.45

7 8 5/8" Csg. 24 J-55 STC A 268.73

1 WHI-92 0.95

CASING INVENlORY BAL. FEET JTS TOTAL LENGTH OF STRING 307.03

TOTAL LENGTH OF STRING 307.03 8 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 317.03
TOTAL 305.18 8 -

TOTAL CSG. DEL. (W/O THRDS) 305.18 8 ~ COMPARE

TIMING
BEGIN RUN CSG. Spud 3:00 PM 6/22/2009 GOOD CIRCTHRU JOB Yes

CSG. IN HOLE 5:00 PM 6/22/2009 Bbis CMT CIRC TO SURFACE 6

BEG1NCIRC 7:33 AM 6/26/2009 RECIPROCATED PIP) No

BEGIN PUMP CMT 7:45 AM 6/26/2009

BEGIN DSPL. CMT 7:55 AM 6/26/2009 BUMPED PLUG TO 480

PLUGDOWN 8:02 AM



CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 ClassG+2%CACL+.25#lskCelloflake

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE& SPACING

M,top of first, top of second for a totalof 3iddle first

COMPANY REPRESENTATIVE Johnny Davis DATE



FORM 3160-5 UNITED STATES PORMAPPROVED
(August 2067) DEPARTMENT OF THE INTERIOR

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICESAND REPORTS ON WELLS UTU-74392Do not use this fonn for proposals to drill or to reenter an

abandoned well. Use Fonn 318ð-3 (APD)for such proposals. 6. If Indian,Allotteeor Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement,Name and/or

I T pe ofWell
El GilWell Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL3.28-9-16
NRWFIELDPRODUCTIONCOMPANY ^. 'TI *:H N:.3a. Address Route 3 Box 3630 3b. Phone (incinde are code) 4301333408

,
Myton,UT 84052 435.646,3721 10 Field and Pool or ExoforatoryArea

4. Location of Well (Foorqge,Sec.,T.,R., M, or SauveyDeg¢r/Plion)
. MONUMENTBUTIE

651 FNL 1810FWL II. County orParish,3tate

NENW Section28 T98RI6E
DUÇHESNE,UT

12. CHECKAPPROPRIATEBOX(ES)TO INIDICATENATUREOF NOTICE, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Noticeof Intent Q Acidiae O Deepen Q Production(Start/Resume) O Water Shut-Off

Q Alter Casing O FractureTreat Q Reclamation Q Well Integrity
SubsequentReport Q Casing Repair Q New Construction Q Recoinplet Other

Change Plans O Plug & Abandon Q TemporarilyAbandon WeeklyStatusReport
Final Abandonment Q Convert to Injector Q PlugBack O Water Disposal

13. Descdbo Proposedor CompletedOperadon: (Clesslystateau pertinentdetails,includingendmaledalartingdate ofany proposed work and appononne duration thereof. If the
proposal is to deependitacdonallyer resemplete horizontally,give subsurfacelocadons and measuredand true vertieel depths of all pertinent makes and somes. Attach the
Bondunder which die work will be perfysmed or pmvide the ßondNo. en flie with BLM/BIA. Requiredsubsequent reppris shallbeidedwithia 30 daysfollowipgcomplodon
of the involvedoperations, if die operaties seauks in a multiple completion er recompletion in a new interval,a Form 31604 shall be filed once testinghas been completed.
FinniAbendonmem Nedoes shall be Blodonly after all mquirements,inchidingrealmaation.have been completed, and ttà operatorhasdetermine¢that thesiteis ready for final
inspe¢tion.)

On 6/30/09 MIRUNDS1Rig # 3. Set all equipment.Pressure test Kelly,TlW, Choke manifold,S Bop's to2,000 psi. Test 8.625
esgn to 1,500 psi. VemalBLMfleid, & Roosevelt DOGMofficewas notifedof test.PU BHAand tagcoment@280'. Drillout
cement &shoe. Drila 7.875 hole withfresh water toa depth of 6851'. Lay down drillstring&BHA.Open hole logw/ Dig/SP/GR
fog's TD tosurface. PU &TlHwithGuide shoe, shoejt, float collar,DVDToool& Pap¼er g 2845.75' 148]t's of5.5 J-55, 15.5#
osgn.Set @5835.59' / KB.2 Stage Cement ist Cementwith70 skacement mixedg 11.0 ppg &3.53 yld.Then 400 sks
cementmixed@14.4 ppg 8 1.24 yld.2ndStage 226 sk mixed@11 ppg &3.53 yldThen 50 sk"G"Mixed @15.8 ppg &1,15yid.
Retumed 23 bbis of cement to reservepit. Nipple downBop's. Dropslips@103,000 ¢'s tension.Release rig@6:30 am
7/11/09.

RECEIVED
JUL2 1 2009

DIV.0FOlL,GAS&MET

I
I herebycertify that the foregoingis true and Title
cor reet (Primed/ Typed)

Ikn Hai en DrillingForeman
signet Date

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Anorovedhv Title Onte
Conditionsof approval, if any, are attaphed. Approval oftbis notice does not warrantor
certify thatthe applicant holds legal or equitable tideto those rights in the subject lease Oñice
whishwolddonddethesneliensttoconduesonerationsdmwon.
Tide 18 U.S.C.Section 1001 and Tide 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfullyto make to any departmentoragency of theUnited
States.anyfalse. fictitiousand ihnuhdent stalemania or renresentationsas to any mauer within its imisdiedm
(Instructionson page



NEWFIELD PRODUCTION COMPANY - CASING& CEMENTREPORT

5 1/2" CASINGSET AT 5835.59

LAST CASING 8 SIS" SET AT 317 OPERATOR Newfield Exploration Company
DATUM 12 WELL FEDERAL 3-28-9-'IS
DATUMTO CUT OFF CASING FIELD/PROSPECT MB
DATUMTO BRADENHEADFLANGE CONTRACTOR&RIG# NDSI Rig #3
TD DRILLER 5845 LOGG 5825
HOLE SIZE 7 7/8"

LOG OF CASINO STRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 5 1/2" LandingJt 15.5 J-55 Brd A 14
148 5 1/2" LT&CCasing 15.5 J-55 8rd A 5782.19

1 5 1/2" Float Collar - - Brd A 1.74
1 5 1/2" LT&CCasing 15.5 J-55 Brd A 38.79
1 4 1/2" Guide Shoe - - Brd A 0.87

CASING INVEN I ORY BAL. FEET JTS TOTAL LE 4GTH OF STRING
TOTAL LENGTHOF STRING 5837.59 LESS CUT OFF PIECE
LESS NONCSG. ITEMS 16.61 PLUS DATUMTO T/CUTOFF CSG 12
PLUS FULLJTS. LEFTOUT 155.87 4 CASINGSET DEPTH

TOTAL 5976.85 4 -

TOTAL CSG. DEL.(W/OTHRDS) 5976.85 153 * COMPARE
TIMING

BEGINRUN CSG. Spud 5:30 PM 7/10/2009 GOODCIRCTHRU JOB Yes
CSG. INHOLE 8:30 PM 7/10/2009 Bbis CMT CIRCTO SURFACE 23
BEGINCIRC 9:00 PM 7/10/2009 RECIPROCATEDPIPl No
BEGIN PUMP CMT 11:11 PM 7/10/2009
BEGIN DSPL. CMT 11:57 PM 7/10/2009 BUMPED PLUGTO 2132
PLUGDOWN 12:21 AM



CEMENTUSED CEMENTCOMPANY- BJ
STAGE # SX CEMENT TYPE&ADDITIVES

i 70 PLII+3%KCL45#CSE40.5#CF+2#KOL+.5SMS+FP+SFMixed@11ppgWI
3.53.cf/skYield

400 50:50:2+3%KCL*0.5%EC-1+.25#CF+.05#SF+.3SMS+FP-6LMixed@14.4ppg
WI1.24cflskyield

2 226 PLIl+3%KCL*0.5#CSE40.5#CF+2#KMixed@11ppgWl3.53cIlskyield
50 Class"G'NeatCMTMixed@15,8ppgWl1.15clisklyield

CENTRALIZER L SCRATCl:ER PLACEMENT SHOW MAKE&SPACING
Middle1st Top 2nd&3rd Then Top Every 3rd For Total Of 20

COMPANYREPRESENTATIVE Don Bastian DATE



Form 3160-4
' (August 2007)

UNITED STATES

O
FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31,2010

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
UTU-74392

la. Type of Well Oil Well Gas Well O Dry O Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion: New Well IJ Work Over EJ Deepen El Plug Back Diff. Resvr., NA

Other
7. Unit or CA Agreement Name and No.
FEDERAL

2. Name of Operator 8. Lease Name and Well No.
NEWFIELD EXPLORATION COMPANY FEDERAL 3-28-9-16

3. Address 3a. Phone No. (include area code) 9. AFI Well No.
1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435)646-3721 43-013-33408

4. Location of Well (Report locationclearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory
MONUMENT BUTTE

At surface 651' FNL & 1810' FWL (NEINW) SEC. 28, T9S, R16E 11. Sec.,T., R., M., on Block and
Survey or Area

SEC.7, T9S, R16E

At top prod. interval reported below 12. Countyor Parish 13. State

At total depth
5851• DUCHESNE UT

14. Date Spudded 15. Date T.D. Reached 16. DateCompleted 07/28/2009 17. Elevations (DF, RKB, RT, GL)*

06/22/2009 07/10/2009 OD & A Ready to Prod. 6097' GL 6109' KB
18. Total Depth: MD 5851' 19. Plug Back T.D.: MD 5788' 20. Depth Bridge Plug Set: MD

TVD TVD TVD

21. Type Electric & Other M hanical Logs Run (Submit copy of each) 22. Was well cored? O No Yes (Submit analysis)

UAL IND GRD, SP, COMP. DENSITY,COMP.NEUTRON,GR,CALIPER, CMT BOND wasDST run? O No O Yes (Submit report)
Directional Survey? g No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft) Top (MD)
,

Bottom (MD)
Stage Cementer of SCksn

a
Slu

L) Cement Top* Amount Pulled

12-1/4" 8-5/8" J-55 24# 317' 160 CLASS G
7-7/8" 5-1/2" J-55 15.5# 5836' 301 PRIMLITE 104'

450 50/50 POZ

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT@S674' TA @5575'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) GREEN RIVER (CP5,CP4,CP3)see below .49" 3 36

GREEN RIVER (CP1) 5392-99'
.49" 3 21

C) GREEN RIVER (B1) 4724-4731'
.49" 3 21

D) GREEN RIVER (D1) (D2)see below .49" 3 33
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material
5490-5613' | frac CP sds w/ 30,556#'s of 20/40 sand in 437 bbis of Lightning 17 frac fluid.
5392-5399' frac wl 30,596#'s of 20/40 sand in 370 bbis of Lightning 17 frac fluid
4724-4731' frac w/ 14,782#'s of 20/40 sand in 282 bbls of Lightning 17 frac fluid.
4508-4570' frac w/ 100,042#'s of 20/40 sand in 750 bbis of Lightning 17 frac fluid.
28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr.API Gravity 2-1/2"Xi-1/2"X14'Xi8' RHAC w/ 142"SL

07/28/09 08/05/09 24 60 26 25
Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - laterval B
Date First T6st Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced fested Production BBL MCF BBL Corr.API Gravity RECEIVED
Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

*(See instructions and spaces for additional data on page 2) ud OFOIL,QM&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke bg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size lwg. Press. Rate BBL MCF BBL Ratio

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. APl Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, used forfuel,vented, etc.)

USED FOR FUEL

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests' GEOLOGICAL MARKERS
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation . Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

GARDEN GULCH MRK 3502'
GARDEN GULCH 1 3700'

GARDEN GULCH 2 3806'
POINT 3 4046'

X MRKR 4309'
YMRKR . 4344'

DOUGALS CREEK MRK '4454'
Bl CARBONATE MRK 4680'

B LIMESTON MRK 4769'
CASTLE PEAK 5308'

BASAL CARBONATE 5783
TOTAL DEPTH (LOGGERS) 5825'

32. Additional remarks (include plugging procedure):

STAGE 1: CPS sds @5610-13', CP4 sds @5564-6T, CP3 sds @5490-94' wl 3-1/8" Slick Guns (19 gram, .49"EH, 120°) wl 3 spf for totalof 36 shots.
STAGE 4: Perforate D2 sds @4566-70', 4557-60', D1 sds @4508-12' wl 3 spf for total of 33 shots.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis Other.

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please ind Tammi Le o Title Production Clerk

Signature Date 08/18/2009

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any

false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Forti3160-4, page



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

i LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDEAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I. TYPE OF WELL; 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER FEDERAL 3-28-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333408
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGESATSURFACE: 65lFNLl810FWL COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE. MERIDIAN: NENW, 28, T9S, Rl6E STATE: UT

n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwill CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBlNG PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS O PRODUCT[ON (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SlTE OTHER: -Weekly Status Report

08/26/2009 CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well was completed on 07/28/09, attached is a daily completion status report

NAME (PLEASE PRINT) TITLE Production Clerk

SIGNATURE DATE 08/26/2009

(This space for St te use only)

RECENED

AUS3 i 2009

DROFOlL,GAS&



Summary Rig Activity Page 1 of 2
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Daily Activity Report

Format For Sundry

FEDERAL 3-28-9-16
5/1/2009 To 9/30/2009

7/22/2009 Day: 1 Completion

Rigless on 7/22/2009 - MIRUSU. Drilling packer. - MIRUSU. Instal Schefer BOP's. PU 4-3/4"
rock bit & x-over sub. Tally, pickup & TIH w/ new J-55, 6.5#, 8 EUE, 2-7/8" tbg to tag cement
@ 2785'. RU swivel, pump & tanks. Drlg out cement to packer @ 2845'. Drlg out plug in 100
min. TIH w/ tbg to tag cement @ 5752'. Drlg out to PBTD @ 5788'. Lay down 4 jts tbg to
leave EOT @ 5658'. SIFN.
Daily Cost: $0
Cumulative Cost: $36,583

7/23/2009 Day: 2 Completion

WWS #1 on 7/23/2009 - CBL/Perforated 1st stage. - Open well w/ 0 psi on casing. TOOH w/
tbg. RU Prforators LLC WLT & packoff. RIH w/ CBL tool. Run CBL under pressure. WLTD was
5773' & CMT was 104'. Test casing, frac head, casing valves & BOP's to 4500 psi. RIH w/
gauge ring, 3',3',4' perf guns. Perforate CP5 sds @ 5610-13', CP4 sds @ 5564-67, CP3 sds @
5490-94' w/ 3-1/8" Slick Guns (19 gram, .49"EH, 120°) w/ 3 spf for total of 36 shots. RD
WLT. ND Cameron BOP's. Instal Schefer BOP's. RU 4-3/4" mill. TIH w/ tbg to 2800' Work mill
through packer. TOOH w/ tbg. RD Schefer BOP's. Instal Cameron BOP's. RU BJ Services. SIFN.
Daily Cost: $0
Cumulative Cost: $47,320

7/24/2009 Day: 3 Completion

WWS #1 on 7/24/2009 - Frac well. - Stage #1: RU bBJ Services "Ram Head" frac flange. RU
BJ & frac CP sds w/ 30,556#'s of 20/40 sand in 437 bbis of Lightning 17 frac fluid. Open well
w/ 0 psi on casing. Perfs broke down @ 3153 psi back to 2326 psi @ 3 bpm w/ 3 bbls fluid.
ISIP was 1668 w/ .73FG. 1 min was 1387 psi. 4 min was 1177 psi. Pump 30 gals of Techni Hib
chemical @ 4% by volume. Treated @ ave pressure of 2851 w/ ave rate of 42 bpm w/ 6 ppg
sand. Spot 12 bbls of 15% HCL acid in flush. ISIP was 1980 w/ .79FG. 5 min was 1760 psi. 10
min was 1747. 15 min was 1709, 437 Bbis EWTR. Leave pressure on well. - Stage #2&3: RU
Perforators LLC WLT, Crane & lubricator. RIH w/ Weatherford 5-1/2" composite flow through
frac plug (6K) w/ 7' perf gun. Set plug @ 5430'. Perforate CP1 sds @ 5392-99' w/ 3-1/8" Port
Guns (11 gram, .36"EH, 120°) w/ 3 spf for total of 21 shots. RU BJ & perfs won't break down.
RU dump bailer & spot 8 gals of 15% HCL acid. Had 11' of sand on top of perfs. RU WLT. RIH
w/ 2',8',2' perf guns. Tag sand 25' above CP1 sds. RU BJ & surge for 4 bbis & frac w/
30,596#'s of 20/40 sand in 370 bbls of Lightning 17 frac fluid. Open well w/ 1279 psi on
casing. Surge off 4 bbls to 1050 psi. Perfs broke down @ 1187 psi back to 1187 psi @ 3 bpm
w/ 3 bbis fluid. Pressure to low (stay pumping). Pump 30 gals of Techni Hib chemical @ 4%
by volume. Treated @ ave pressure of 2936 w/ ave rate of 41 bpm w/ 6 ppg sand. Spot 12
bbls of 15% HCL acid in flush. ISIP was 2258 w/ .88FG. 5 min was 1708 psi. 10 min was
1474. 15 min was 1378. 807 Bbls EWTR. Leave pressure on well. - Stage #5: RU WLT. RIH w/
frac plug & 4',3',4' perf gun. Set plug @ 4660'. Perforate D2 sds @ 4566-70', 4557-60', D1
sds @ 4508-12' w/ 3 spf for total of 33 shots. RU BJ & frac w/ 100,042#'s of 20/40 sand in
750 bbls of Lightning 17 frac fluid. Open well w/ 1025 psi on casing. Perfs broke down @ 3590
psi back to 1990 psi @ 3 bpm w/ 3 bbls fluid. Pressure up & down so didn't shut down. Pump
30 gals of Techni Hib chemical @ 4% by volume. Treated @ ave pressure of 3126 w/ ave rate
of 38 bpm w/ 8 ppg sand. ISIP was 1780 w/ .83FG. 5 min was 1581 psi. 10 min was 1513. 15

http://www.inewfield.com/denver/SumActRpt.asp?RC=173230&API=4301333408&Min...



Summary Rig Activity Page 2 of 2

min was 1455. 1839 Bbis EWTR. RD BJ & WLT. Flow well back for 4 hours & died w/ 480 bbis
rec'd. SIFN. 1359 bbis EWTR. - Stage #4: RU WLT. RIH w/ frac plug & T perf gun. Set plug @
4830'. Perforate B1 sds @ 4724-31' w/ 3 spf for total of 21 shots. RU BJ & frac w/ 14,782#'s
of 20/40 sand in 282 bbis of Lightning 17 frac fluid. Open well w/ 1118 psi on casing. Perfs
broke down @ 4207 psi back to 1931 psi @ 3 bpm w/ 3 bbls fluid. Pressure up & down so
didn't shut down. Pump 30 gals of Techni Hib chemical @ 4% by volume. Treated @ ave
pressure of 2505 w/ ave rate of 26 bpm w/ 6 ppg sand. Spot 12 bbis of 15% HCL acid in
flush. ISIP was 1709 w/ .80FG. 5 min was 1296 psi. 10 min was 1229. 15 min was 1257.
1089 Bb!s EWTR. Leave pressure on well
Daily Cost: $0
Cumulative Cost: $124,771

7/27/2009 Day: 4 Completion

WWS #1 on 7/27/2009 - Drlg p\ugs. - Open well w/ 0 psi on casing. RD Cameron BOP's & frac
head. Instal 3M production tbg head & Schefer BOP's. RU 4-3/4" Chomp Mill & x-over sub. TIH
w/ tbg to tag sand @ 4644'. RU swivel, pump & tanks. C/O to plug @ 4660', Drlg out plug #1
in 14 min. TIH w/ tbg to tag plug @ 4830'. Drlg out plug #3. TIH w/ tbg to tag plug @ 5430'.
Drlg out plug #3. TIH w/ tbg to tag fill @ 5720'. C/O to PBTD @ 5788', LD 2 jts tbg. RU swab
& made 5 runs to rec'd 52 bbis fluid. FFL was 1000'. Last run showed water. SIFN w/ 1307
bbls EWTR.
Daily Cost: $0
Cumulative Cost: $130,371

7/28/2009 Day: 5 Completion

WWS #1 on 7/28/2009 - Clean well out. - Open well w/ 0 psi on casing. RU swab & made 8
runs & rec'd 76 bbis fluid. Last run showed trace of oil w/ no sand. FFL was 1500'. RD swab
equipment. TIH w/ tbg to tag no new sand. Circulate well clean. TOOH w/ tbg. LD Mill & x-

over sub. TIH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA new CDI w/ 45,000# shear, 177 jts tbg. RD
BOP's. Set TA @ 5575' w/ 18,000#'s tension w/ SN @ 5609' & EOT @ 5674'. Pickup & prime
pump. TIH w/ 2-1/2" x 1-1/2" x 14' x 18' new CDI RHAC pump w/ "SL, 6- 1-1/2" weight rods,
20- 3/4" guided rods, 98- 3/4" plain rods, 99- 3/4" guided rods, 2', 6', 8' x 3/4" pony rod, 1-

1/2" x 26' polish rod. Space pump. Test tbg & pump to 800 psi. RDMOSU. POP @ 6PM w/
86"SL @ 4.5 spm w/ 1250 bbis EWTR. Finalized
Daily Cost: $0
Cumulative Cost: $169,373

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=173230&API=4301333408&Min...



RECEIVED: Sep. 10, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 3-28-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0651 FNL 1810 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 28 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /29 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/27/2013. On 08/28/2013 Chis Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/29/2013 the casing was pressured up to 1655
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 490 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /10 /2013

October 17, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 3-28-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0651 FNL 1810 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 28 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/29/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/27/2013. On 08/28/2013 Chis Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 08/29/2013 the casing was pressured up to 1655 Date: October 17, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 490 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/10/2013

RECEIVED: Sep. 10,



RECEIVED: Sep. 10, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 30Š0

Myton, UT 84052
435-646-3721

Witness: Date gi gl Time CT
JS~ pm

Test Conducted by: ¿ wrc // paq

Others Present:

Well Location: Neuw secares eye¿ API No: es-o s.syyor

Dw<Aescecounry, vr

Tigg Casing Pressure

0 min / y, gš' psig

5 /¿p (c' psig

10 /e gg' psig

15 ¿y psig

20 /gsT psig

25 /ggr psig

30 min / taEt psig

35
psig

40
psig

45
psig

50 .

psig

55
psig

60 min
psig

Tubing pressure: yo psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Sep. 10, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000
1



RECEIVED: Sep. 10, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundrv

FEDERAL 3-28-9-16
6/1/2013To 10/30/2013

8/26/2013 Day: 1 Conversion

WWS# 5 on 8/26/2013 - MIRUSU, test tbg, pull rods - MIRU, pump 60 bbls down csg, remove
head unseat pump and 8000 over string wt, flush rods w/ 40 bbis h20, fill and test tbg to
3000psi. OK, Id rods and pony's, stopped once and flushed with 30bbls. - MIRU, pump 60 bbis
down csg, remove head unseat pump and 8000 over string wt, flush rods w/ 40 bbls h20, fill
and test tbg to 3000psi. OK, Id rods and pony's, stopped once and flushed with 30bbls. -

MIRU, pump 60 bbis down csg, remove head unseat pump and 8000 over string wt, flush rods
w/ 40 bbls h20, fill and test tbg to 3000psi. OK, Id rods and pony's, stopped once and flushed
with 30bbls. Finalized
Daily Cost: $0
Cumulative Cost: $14,072

8/27/2013 Day: 2 Conversion

WWS# 5 on 8/27/2013 - ND WH, Test Tbg - ND WH unset 5-1/2" B-2 Tac. Strip on 500Olb
BOP. Ru floor & tbg works. TooH breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-
7/8" tbg, Lo 5-1/2" B-2. Tac PSN & NC stopping once & flushed tbg w/ 30 bbls. PU & Ti H w/
2-7/8" re-entry guide, 2-7/8" XN nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off
tool, PSN & 143 jts 2-7/8" tbg. Pump 10 bbl pad, circ SV to PSN. Test tbg to 3000 psi. Leave
psi over night. SDFN. - ND WH unset 5-1/2" B-2 Tac. Strip on 5000lb BOP. Ru floor & tbg
works. TooH breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-7/8" tbg, Lo 5-1/2"
B-2. Tac PSN & NC stopping once & flushed tbg w/ 30 bbis. PU & Ti H w/ 2-7/8" re-entry
guide, 2-7/8" XN nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off tool, PSN & 143
jts 2-7/8" tbg. Pump 10 bbl pad, circ SV to PSN. Test tbg to 3000 psi. Leave psi over night.
SDFN. - ND WH unset 5-1/2" B-2 Tac. Strip on 5000\b BOP. Ru floor & tbg works. TooH
breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-7/8" tbg, Lo 5-1/2" B-2. Tac PSN
& NC stopping once & flushed tbg w/ 30 bbls. PU & Ti H w/ 2-7/8" re-entry guide, 2-7/8" XN
nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off tool, PSN & 143 jts 2-7/8" tbg.
Pump 10 bbl pad, circ SV to PSN. Test tbg to 3000 psi. Leave psi over night. SDFN. Finalized
Daily Cost: $0
Cumulative Cost: $21,164

8/28/2013 Day: 3 Conversion

WWS# 5 on 8/28/2013 - Set Packer, Test casing - Ck pres on the Tbg. Bump up to 3000 psi
for 30 min. RU & RiH w/ sandline. Retrieve SV, RD f\oor & Tbg works. Strip off 5000\b BOP,
land tbg on B-1 adapter flange. Pump 60 bbls fresh water & pkr fluid. Set 5-1/2" Arrow, set 1-
Pkr w/ 15000 lb tension @ 4456'. PSN @ 4443', Eot @ 4460'. Land Tbg w/ injection tree, NU
well head. Fill & test csg, pkr to 1400 psi for 30 mins. Good. ROMO @ 11:30. - Ck pres on the
Tbg. Bump up to 3000 psi for 30 min. RU & RiH w/ sandline. Retrieve SV, RD floor & Tbg
works. Strip off 5000\b BOP, land tbg on B-1 adapter flange. Pump 60 bbis fresh water & pkr
fluid. Set 5-1/2" Arrow, set 1- Pkr w/ 15000 lb tension @ 4456'. PSN @ 4443', Eot @ 4460'.
Land Tbg w/ injection tree, NU well head. Fill & test csg, pkr to 1400 psi for 30 mins. Good.
ROMO @ 11:30. - Ck pres on the Tbg. Bump up to 3000 psi for 30 min. RU & RiH w/ sandline.
Retrieve SV, RD floor & Tbg works. Strip off SOOOlb BOP, land tbg on B-1 adapter flange.
Pump 60 bbis fresh water & pkr fluid. Set 5-1/2" Arrow, set 1- Pkr w/ 15000 lb tension @
4456'. PSN @ 4443', Eot @ 4460'. Land Tbg w/ injection tree, NU well head. Fill & test csg,

http://www.inewfld.com/denver/SumActRpt.asp?RC=173230&API=4301333408&MinDate...



RECEIVED: Sep. 10, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000
Summary Rig Activity Page 2 of 2

pkr to 1400 psi for 30 mins. Good. ROMO @ 11:30. Finalized
Daily Cost: $0
Cumulative Cost: $25,006

9/3/2013 Day: 4 Conversion

Rigless on 9/3/2013 - Conduct initial MIT - On 08/28/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/29/2013 the
casing was pressured up to 1655 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 490 psig during the test. There
was not a State representative available to witness the test. - On 08/28/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/29/2013 the casing was pressured up to 1655 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 490
psig during the test. There was not a State representative available to witness the test. - On
08/28/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/29/2013 the casing was pressured up to 1655 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 490 psig during the test. There was not a State representative available
to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,218

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=173230&API=4301333408&MinDate...



RECEIVED: Sep. 10, 2013

Sundry Number: 42420 API Well Number: 43013334080000Sundry Number: 42420 API Well Number: 43013334080000

Spud Date: 6/22/2009 Federal 3-28-9-16
Put on Production: 7/28/2009

GL: 6097' KB: 6109' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSG SIZE 8-5/8"
Cement top @LO42 7/28/2009 5490-5613' Frac CP4, CP 3, & CP5 sands as

GRADE J-55 .. .. follows: Frac with 30,556#'s of
20/40 sand in 182 bbls of Lightning

WEIGHT 24# 17 frac Buid
LENGTH 7 jts (269') 7/28/2009 4965-5399' Frac LODC & CPI sands as

DEPTH LANDED 3 l7' KB follows: Frac with 30,596#'s of
20/40 sand in 159 bb1sof Lightning

HOLE SIZE: 12-1/4" 17 frac fluid
CEMENT DATA \60 sx class 'G' cml 7/28/2009 4724-4731' Frac B1 sands as follows: Frac

with 14782#s of20/40 sand in 86
bbis of Lightning 17 frac Auld

7/28/2009 4508-4570' Frac DI & D2 sands as follows:
Frac with 100042#'s of 20/40 sand
in 430 bbis of Lightning L7 frac
Huid

PRODUCTION CASING 3/12/12 Tubingleak: Updatedrod&tubing

CSGSIZE 5-l/2,, detail

GRADE J-55
08/27/13 Convert to Enjection Well
08/29/13 Conversion MIT Finalized -

WEIGHT 15 5# update tbg detail
LENGTH 149 jts (5821')

DEPTH LANDED: 5836'

HOLE SIZE: 7-7/8"

CEMENT DATA 296 sx Prem Lite mixed and 450 sx 50/50 poz,

CEMENT TOP AT 104'

TUBING
SIZE/GRADE/WT 2-7/8" / J-55 / 6 5#

NO OFJOlNTS L4I jts (44312')

SEATINGNIPPLE 2-7/8"(I LO')

SN LANDED AT 4443 2' KB Ì \ SN @4443'

ONIOFF TOOL AT 4444 3' On Off Tool @4444'

ARROW #1 PACKER CE AT 4449 52' Packer @4449'

XO 2-3/8 x 2-7/8 J-55 AT 4453 69' X/N Nipple @4458"
TBG PUP 2-3/8 J-55 AT 4454 24' EOT @4460'

X/N NlPPLE AT 4458 39' I 4508-4512'

TOTAL STRING LENGTH EOT @4459 9 ¯¯ 4557-4560'

..
4566-4570' PERFORATION RECORD

5610-5613' 3 JSPF 9 holes
5564-5567' 3]SPF 9holes

4724-4731
5490-5494' 3 JSPF 12 holes
5392-5399' 3 JSPF 21 holes
5135-5137' 3 JSPF 6 holes

4965-4967. 4985-4993' 3 JSPF 24 holes
4965-4967' 3 JSPF 6 holes

4985-4993' 4724-4731' 3 JSPF 2 I holes
4566-4570' 3 JSPF 12 holes

5135-5137, 4557-4560' 3 JSPF 9 holes
4508-4512' 3 JSPF 12 holes

5392-5399'

5490-5494'

5564-556T

NEWFIELD

PBTD @ 5788'
Federal 3-28-9-16

TD @5845'65P FNL & l80P FWL
NE/NW Section 28-T9S-RI6E

Duchesne Co, Utah
APl # 43-013-33408: Lease # UTU-74392

LCN



RECEIVED: Oct. 28, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 3-28-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0651 FNL 1810 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 28 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/23 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 8:30 AM on
10/23/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/28/2013

November 25, 2013

Sundry Number: 44240 API Well Number: 43013334080000Sundry Number: 44240 API Well Number: 43013334080000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 3-28-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0651 FNL 1810 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 28 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/23/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 8:30 AM on Accepted by the
10/23/20 13. utah Division of

Oil, Gas and Mining

Date: November 25, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/28/2013

RECEIVED: Oct. 28,



NEWFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

Denver, Colorado 80202
January 24, 2013 PH 303-893-0102 | FAX303-893-0103

SM WlaorkReinbold RECEWED
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

DIV.0FOILGAs&MiellNG
RE: Permit Application for Water Injection Well

Federal #3-28-9-16
Monument Butte Field, Lease #UTU-74392
Section 28-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #3-28-9-16 from a
producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Environmental



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #3-28-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-74392

JANUARY 24,
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Federal



STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #3-28-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-74392

Well Location: QQ NENW section 28 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . .. . . . . . . . . Yes [ ] No [ X ]
Ifthisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33408

Proposed injection interval: from 3806 to 5788
Proposed maximum injection: rate 500 bpd pressure 1678 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Environmental Manager Date |
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Spud Date: 6/22/2009 Federal 3-28-9-16
Put on Production: 7/28/2009

GL: 6097' KB: 6109' Proposed Injection
Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8"
Cement top @ 104' 7/28/2009 5490-5613' Frac CP4, CP 3, & CP5 sands as

GRADE: J-55
,

. follows: Frac with 30,556#'s of

WEIGHT: 24#
20/40 sand in 182 bb1sof Lightning
17frac fluid.

LENGTH: 7 jts (269')
7/28/2009 4965-5399' Frac LODC & CPI sands as

DEPTH LANDED: 317' H fonows: Frac with 30,596#'s of
HOLE SIZE: 12-1/4" 20/40 sand in 159bbls of Lightning

CEMENT DATA: 160 sx class 'G' cmt
17 frac fluid.

7/28/2009 4724-4731' Frac B1 sands as follows: Frac
with 14782#'s of20/40 sand in 86
bb1sof Lightning 17 frac fluid.

7/28/2009 4508-4570' Frac D1 & D2 sands as fonows:
Frac with 100042#'s of20/40 sand
in 430 bb1sof Lightning 17 frac

PRODUCTION CASING fluid.
CSG SIZE: 5-1/2"

3/12/12 Tubing leak: Updated rod & tubing
GRADE: J-55 detail
WEIGHT: 15.5#

LENGTH: 149 jts (5821')

DEPTH LANDED: 5836'

HOLE SIZE: 7-7/8"

CEMENT DATA: 296 sx Prem. Lite mixed and 450 sx 50/50 poz,

CEMENT TOP AT: 104'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

Packer @4458'
NO. OF JOINTS: 177 jts (5570.5') : 1 4508-4512'

TUBING ANCHOR: 5582.5' KB

NO. OF JOINTS: I jt (31.3') 4557-4560'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5616.6' KB 4566-4570'

NO. OF JOINTS: 2 jts (63.3')

TOTAL STRING LENGTH: EOT @ 568 l' 4724-4731'

4965-4967'

4985-4993' PERFORATION RECORD

5610-5613' 3JSPF 9holes
5135-5137' 5564-5567' 3JSPF 9holes

5490-5494' 3 JSPF 12 holes
5392-5399' 5392-5399' 3 JSPF 21 holes

5135-5137' 3]SPF 6holes
5490-5494' 4985-4993' 3 JSPF 24 holes

4965-4967' 3 JSPF 6 holes
5564-5567' 4724-4731' 3 JSPF 21 holes

4566-4570' 3 JSPF 12 holes
4557-4560' 3 JSPF 9 holes
4508-4512' 3 JSPF 12holes

5610-5613'

>TEWFIELD
PBTD @5788'

Federal 3-28-9-16
651' FNL & 1801' FWL TD @5845'

NE/NW Section 28-T9S-Rl6E
Duchesne Co, Utah

API # 43-013-33408; base # UTU-74392

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #3-28-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #3-28-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (3806' - 5788'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3502' and the TD is at 5845'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #3-28-9-16 is on file with the Utah Division of Oil,
Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74392) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 317' KB, and 5-1/2", 15.5#
casing run from surface to 5836' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1678psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #3-28-9-16, for existing perforations
(4508' - 5613') calculates at 0.79 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1678 psig. We may add additional perforations between 3502' and 5845'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Federal #3-28-9-16, the proposed injection zone (3806' - 5788') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies

in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-8.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENTA-|

T9S, Ri6E, S.L.B.&M. NEERO PRODŒTIONCO¥PHY
N8957'W - 80.16 (G.L.O.) 2648.15' (Meas.) WELL LOCATION 9 MILE 3-28-9-16

SB93J'59"W - 2660.02' (Meas.) y NB957'W GL.O. (Basis of Bearings) LOCATED AS SHOWN IN THE NE 1/4 NW

s cap efass cap 'afÎsco, 1/4 OF SECT10N 28, T9S, R16E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

DR/LLING
moow o o - o

BAR SCALE

28
MELLLOCA710W:
9 MILE3-28-9-16
ELEV UNGRADED GROUND = 609 THIS 1S TO CERT1FYTHA A WAS

PREPARED FROM FIELD 0 RVEYS
MADE BY ME OR UN THAT
THE SAME ARE TRU RRECT T T T OF
MY KNOWLEDGEAN gi .No.189377

CY W.
REGIS D LA
REGIS A N o.
STATE F

1910 1910 1970
Brass Cap Brass Cq Brass Cap

NB9 48'58T - 2641.25' (Meos.) NB954'SS"E - 2644.74' (Meas.) TRI STATELANDSURVEYING& CONSULTING
S89 58'E - 80.14 (G.L.O.)

180 NORTH VERNALAVE. - VERNAL, UTAH 84078
(435) 781-2501

| 9 M/LE3-28-9-16 DATE SURVEYED:
= SECTION CORNERS LOCATED (Surface Location) NAD ßJ 07-08-06 SURVEYED BY: C.M.

LA T/7UDE -
40° 00' 26.49" DATE DRAWN·

DRAWN BY:. F.T.M
BASIS OF ELEV, LONGITUDE =

110° 07' 38.28" 07-12-06

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REvisED: SCALE: 1" =



EXHIBITB

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-R16E SLM USA Newfield Production Company USA

Section 21: S2 UTU-74392 Newfield RMI LLC

Section 22: NENE,S2 HBP ABO Petroleum Corp

Section 23: SWSW MYCOIndustries Inc

Section 24: SESE OXYY-1 Company

Section 26: NENE Yates Petroleum Corp

Section 27: All
Section 28: AII

2 T95-R16E SLM USA Newfield Production Company USA

Section 19: E2SW, SE, LOTS3, 4 UTU-74391 Newfield RMI LLC

Section 20: S2 HBP ABO Petroleum corp
Section 29: All MYCOIndustries Inc

Section 30: All OXYY-1 Company
Yates Petroleum Corp

Federal 3-28 Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #3-28-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
N
Eric Sundberg
Environmental Manager

Sworn to and subscribed before me this day of () , 2013.

Notary Public in and for the State of Colorado:

My Commission Expires: 2 /

LYDIABIONDO
NotaryPubilc

State of



ATTACHMENT&
Spud Date: 6/22/2009

Federal 3-28-9-16
Put on Production: 7/28/2009

GL: 6097' KB: 6109' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top @ 104' 7/28/2009 5490-5613' Frac CP4, CP 3, & CP5 sands as

GRADE: J-55 .
follows: Frac with 30,556#'s of
20/40 sand in 182 bbls of Lightning

WEIGHT: 24# 17frac fluid.

LENGTH: 7 jts (269')
7/28/2009 4965-5399' Frac LODC & CP1 sands as

DEPTH LANDED: 317' KB follows: Frac with 30,596#'s of

HOLE SIZE: 12-1/4" 20/40 sand in 159 bbls of Lightning

CEMENT DATA: 160 sx class 'G' cmt
17frac fluid.

7/28/2009 4724-4731' Frac B1 sands as follows: Frac
with 14782#'s of20/40 sand in 86
bbls of Lightning 17 frac fluid.

7/28/2009 4508-4570' Frac D1 & D2 sands as follows:
Frac with 100042#'s of20/40 sand
in 430 bbls of Lightning 17 frac

PRODUCTION CASING fluid.

CSG SIZE: 5-1/2"
3/12/12 Tubing leak: Updated rod & tubing

GRADE: J-55 detail

WEIGHT: 15.5#

LENGTH: 149 jts (5821')

DEPTH LANDED: 5836'

HOLE SIZE: 7-7/8"

CEMENT DATA: 296 sx Prem. Lite mixed and 450 sx 50/50 poz,

CEMENT TOP AT: 104'

TUBING
SIZE/GRADE/WT.: 2-7/8" / 1-55

NO. OF JOINTS: 177 jts (5570.5') 4508-4512'

TUBING ANCHOR: 5582.5' KB

NO. OF JOINTS: 1 jt (31.3') 4557-4560'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5616.6' KB 4566-4570'

NO. OF JOINTS: 2 jts (63.3')

TOTAL STRING LENGTH: EOT @568 l' -- 4724-4731'

4965-4967'

SUCKER RODS
4985-4993' PERFORATION RECORD

5610-5613' 3 JSPF 9 holes
POLISHED ROD: 1-1/2" x 26' 5135-5137 5564-5567' 3 JSPF 9 holes
SUCKER RODS: 1- 2' x ¾", 1 -4' x ¾", 1 - 6' x ¾" pony rods, 99 - ¾" 4per 5490-5494' 3 JSPF 12 holes
g ded rods, 95 - ¾" sucker rods, 23 - ¾" 4per guided rods, 6 - 1 ½" weight 5392-5399' 5392-5399' 3 JSPF 21 holes

5135-5137' 3]SPF 6holes
PUMP SIZE: 2-l/2" x 1-1/4" x 18' x 14' x 18' 5490-5494' 4985-4993' 3 JSPF 24 holes
STROKE LENGTH: 86 4965-4967' 3 JSPF 6 holes

PUMP SPEED -SPM: 4.5 5564-5567' 4724-4731' 3 JSPF 21 holes
4566-4570' 3 JSPF 12 holes

Anchor @5583' 4557-4560' 3 JSPF 9 holes
4508-4512' 3 JSPF 12 holes

5610-5613'
SN @5610'

EOT@5681'

NEWFIELD
PBTD @5788'

Federal 3-28-9-16
651' FNL & 1801' FWL TD@ 5845'

NE/NW Section 28-T9S-Rl6E
Duchesne Co, Utah

API # 43-013-33408; Lease # UTU-74392

HC



ATTACHMENT[l
Federal 2-28-9-16

Spud Date: 6/21/2009
Put on Production: 7/17/2009 Wellbore Diagram
GL: 6029' KB: 6041'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-20-09 5351-5532' Frac CPl,CP3 & CP4 sands as follows:

GRADE: J-55
Rac with 26,410#' 20/40 sand in 211 bb1sof

Cement top@ 170' Lightning 17 fluid.
WEIGHT: 24#

7-20-09 4982-4992' Frac LODC sands as follows:
LENGTH: 7 jts (273.63') Rac with 19,985#20/40 sand in 178 bb1sof

DEPTH LANDED: 323.53' KB Lightning 17 fluid.

HOLE SIZE: 12-1/4" 7-20-09 4695-4878' Frac A3 & Bl sands as follows:
CEMENT DATA: 160 sx class 'G' cmt Frac with 131605#20/40 sand in 473 bb1sof

Lightning 17 fluid.

7-20-09 4472-4502' Frac D1 sands as follows:
Frac with 22644#20/40 sand in 180 bb1sof
Lightning 17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133jts (5763.32')

DEFTH LANDED: 5817.48'

HOLE SIZE: 7-7/8" 4472-4474'
CEMENT DATA: 275 sx Prem Lite II and 400 sx 50/50 poz

CEMENT TOP AT: 170' 4496-4502'

TUBING
SIZE/GRADE/WT.: 2-7/8" / 1-55 / 6.5# 4695-4696'

NO. OF JOINTS: 174jts (5476.2')

TUBING ANCHOR: 5488' KB

NO. OF JOINTS: 1jt (31.5')

SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 5522.5' KB
4845-4852'

NO. OF JOINTS: 2 jts (63.1') 4874-4878'

TOTAL STRING LENGTH: EOT @5587'
4982-4986'

4989-4992'

SUCKER RODS
PERFORATION RECORD

5529-5532' 3 JSPF 9 holes

POLlSHED ROD: 1 ½" x 26' 5519-5523' 3 JSPF 12 holes

SUCKER RODS: 1 - 4' x ¾", 1 -6' x ¾", 1 - 8' x ¾" pony rods; 100 -¾" 5442-5444' 3 JSPF 6 holes
guided rods; 94 - ¾" sucker rods; 20 -¾" guided rods; 6-1 ½" weight bars. 5351-5353' 5351-5353' 3 JSPF 6 holes

PUMP SIZE: 2 ½" x 1 ½" x 20' RHAC 4989-4992' 3 JSPF 9 holes

STROKE LENGTH: 74,, 4982-4986' 3 JSPF 12 holes

,
4874-4878' 3 JSPF 12 holes

PUMP SPEED, SPM: 5 5442-5444
4845-4852' 3 JSPF 21 holes
4695-4696' 3 JSPF 3 holes

Anchor @5488' 4496-4502' 3 JSPF 18 holes
4472-4474' 3 JSPF 6 holes

5519-5523'

SN @5523' 5529-5532'

EOT@ 5587'

PBTD @5775'

Federal 2-28-9-16
TD @5830'

716' FNL & 2019' FEL NW/NE

Section 28-T9S-Rl6E

Duchesne Co,Utah

API # 43-013-33409; Lease # UTU-74390

LCN



ATTACHMENTE
Spud Date: 6/24/2009

Federal 4-28 -9-16

Put on Production: 8/7/2009

GL: 6157' KB: 6169' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8-7-09 5411-5695' Frac CP1, CP4, & CP5 sands as

GRADE: J-55 follows: Frac with 20,0331#'s of
20/40 sand in 120 bb1sof Lightning

WEIGHT: 24# 17 frac fluid.

LENGTH: 7 jts (267.77') 8-7-09 4921-5038' Frac LODC & Al sands as follows:
DEPTH LANDED: 316.80' KB Frac with 55,558#'s of 20/40 sand in 240 bbls of Lightning

HOLE SIZE: 12-1/4" 17 frac fluid.

CEMENT DATA: 160 sx class 'G' cmt 8-7-09 4686-469T Frac C sands as follows:
Frac with 75,264#'s of20/40 sand in
317 bbls of Lightning 17frac fluid.

8-7-09 4528-4557' Frac Dl sands as follows:
Frac with 50,682#'s of 20/40 sand in
215 bb1sof Lightning 17 frac fluid.

PRODUCTION CASING 8-7-09 4002-4040' FracGB4sandsasfollows:

CSG SIZE: 5-1/2,, Frac with 86,985#'s of 20/40 sand in
379 bb1sof Lightning 17 frac fluid.

GRADE:J-55 7/16/2010 Partedrods.Updatedrodandtubing

WEIGHT: 15.5#
detail.

03/12/1l Pump Change Rod & tubing updated.
LENGTH: 150 jts (5833.3')

DEPTH LANDED: 5885.91'

HOLE SIZE: 7-7/8"

CEMENT DATA: 275 sx Prem Lite and 400 sx 50/50 Poz
4002-4004'

CEMENT TOP AT: 160'
4011-4014'

4021-4024'

TUBING
4038-4040'

SIZE/GRADE/WT.: 2-7/8" / J-55 6.5#

NO. OF JOINTS: 178 jts (5597.')

TUBING ANCHOR: 5609' KB

NO. OF JOINTS: I jt (31.4')

SEATING NIPPLE: 2-7/8" (1.1')
4528-4535'

SN LANDED AT: 5643' KB 4554-4557'

NO. OF JOINTS: 2 jts (63.1')

TOTAL STRING LENGTH: EOT @5707' 4686-4693'

4695-4697'

PERFORATION RECORD
SUCKER RODS 4921-4928

5692-5695' 3 JSPF 9 holes
POLISHED ROD: 1½" x 30' 5604-5606' 3 JSPF 6 holes

5034-5038'
SUCKER RODS: 1- 6', 4' x ¾" pony rod, 219-3/4" guided rods (4 per), 6- 1 ½ 5417-5420' 3 JSPF 9 holes
sinker bars 5411-5414' 3 JSPF 9 holes
PUMP SIZE:2½" x 1½" x 16' x 20' RHAC 5034-5038' 3 JSPF 12 holes
STROKE LENGTH: 122" 4921-4928' 3 JSPF 21 holes

PUMP SPEED, SPM: 4.5
5411-5414' 4695-469T 3 JSPF 6 holes
5417-5420' 4686-4693 3 JSPF 21 holes

4554-4557' 3 JSPF 9 holes
4528-4535' 3 JSPF 21 holes

5604-5606, 4038-4040' 3 JSPF 6 holes
4021-4024' 3 JSPF 9 holes

Auchor @ 5609' 4011-4014' 3 JSPF 9 holes
4002-4004' 3 JSPF 6 holes

5692-5695'

EOT @5707'

NEWFIELD

- PBTD @5845'

Federal 4-28-9-16
. TD @5890'

560' FNL & 494' FWL NW/NW

Section 28-T9S-Rl6E

DuchesneCo,Utah
API#43-013-33407; Lease#UTU-74392 I*



ATTACHMENTE
Federal 1-29-9-16

Spud Date: 4/20/2009
Put on Production: 7/24/2009

GL: 6171' KB: 6183, Wellbore Diagram

FRAC JOB
7-24-09 5040-5047' Frac LODC sands as follows:

Frac with 44,434#20/40 sand in 204 bbls of
SURFACE CASING Lightning 17fluid,

CSG SIZE: 8-5/8,, Cement top@l02'
7-24-09 4905-4920' Frac Al sands as follows:

GRADE: J-55 Frac with 115222#20/40 sand in 483 bbls of

WEIGHT: 24#
Lightning 17 fluid.

LENGTH: 7 jts (269') 7-24-09 4745-4770' Frac BI & B.5 sands as follows:
Frac with 14402# 20/40 sand in 88 bbis of

DEPTH LANDED: 320' KB Lightning 17 fluid.
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'g' cmt
7-24-09 4572-4588'

r
cc 2h 8d7s5as2

/40 d in 296 bb1sof
Lightning 17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 15.5#

LENGTH: 149 jts (5904')

DEFTH LANDED: 5904.02'

CEMENT DATA: 275 sx Prem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 102'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 159 jts (4995')

TUBING ANCHOR: 5007' KB

NO. OF JOINTS: 1 jts (31.5') : 4572-4575'
SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 5041' KB C 4582-4588'

NO. OF JOINTS: 2 jts (63.1')

TOTAL STRING LENGTH: EOT @5105'
- 4745-4749'

4767-4770'
PERFORATION RECORD

SUCKER RODS
5040-5047' 3 JSPF 21 holes

POLISHED ROD: 1- ½" x 26' 4905-4908' 4913-4920' 3 JSPF 21 holes
SUCKER RODS: 1- 2' x ¾"; I -4' x ¾"; I -6' ¾"; 1 - 8' x ¾" pony rods, 99 4905-4908' 3 JSPF 9 holes- ¾" guided rods, 75 - ¾" sucker rods, 20 - ¾" guided rods, 6-1 ½" weight rods

4913-4920' 4767-4770' 3 JSPF 9 holes
PUMP SIZE: 2 ½" x 1 ½" x 17' RHAC

STROKE LENGTH: 84"
4745-4749' 3 JSPF 12 holes
4582-4588' 3 JSPF 18holes

PUMP SPEED, SPM: 5
Anchor @5007' 4572-4575' 3 JSPF 9 holes

5040-5047'

SN @5041'

EOT@5105'

NEWFIELD
PBTD @5862'

Federal 1-29-9-16 TD @5905'

758' FNL & 655' FEL NE/NE
Section 29-T9S-R16E

Duchesne Co, Utah
API #43-013-33423; Lease # UTU-74391



ATTACHMENTEd
Federal 11-21-9-16

Spud Date: 7-04-07
Put on Production: 8-06-07 Initial Production: BOPD,

GL: 6040' KB: 6052'
Wellbore Diagram MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 08-01-07 5428-5450' Frac CPI sands as follows:

GRADE: J-55 99480#20/40 sand in 758 bbls Lightning 17
frac fluid. Treated@ avg press of2388 psi

WElGHT: 24# w/avg rate of 24.8 BPM. ISIP 2100 psi. Calc

LENGTH: 7 jts (309.74') flush: 5426 gal. Actual flush: 4839 gal.

DEPTH LANDED: 321.59' KB
08-01-07 5043-5051' Frac LODC sands as follows:

. 24293#20/40 sand in 345 bbls Lightmng 17
HOLE SIZE:12-1/4" frac fluid. Treated@ avg press of2280 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbls cmt to surf. w/avg rate of24.9 BPM. ISIP 2492 psi. Calc
flush: 5041 gal. Actual flush; 4524 gal.

0801-07 4940-4956' Frac A3 sands as follows:
. . 70072#20/40 sand in 595 bb1sLightning 17

frac fluid. Treated@ avg press of 2180 psi
w/avg rate of 24.9 BPM. ISIP 2368 psi. Calc
flush: 4938 gal. Actual flush; 4431 gal.

PRODUCTION CASING 08-01-07 4808-4815' FracB2 sandasfollows:
14168#20/40 sand in 280 bbls Lightning 17

CSG SIZE: 5-1/2"
frac fluid. Treated@ avg press of2415 w/

GRADE: J-55 avg rateof25 BPM. ISIP 1720 psi. Calc

WEIGHT: 15.5#
nush;4806 gal. Actual flush: 4301 gal.

LENGTH: 137 jts. (6017.88') 08-01-07 4685-4709' Frac C sand as follows:

DEPTH LANDED: 6031.13' KB
19350#20/40 sand in 304 bbls Lightning 17
frac fluid. Treated@ avg press of 1870 w/

HOLE SIZE: 7-7/8" avg rate of24.8 BPM. ISIP 1717 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ.
flush: 4683 gal. Actual flush; 4179 gal.

CEMENT TOP AT: 223' 08-01-07 4583-4600' Frac D2 sand as follows:
112592#20/40 sand in 813 bbls Lightning 17

4583-4600' frac fluid. Treated@ avg press of 1600 w/
avg rate of24.7 BPM. ISIP 1750 psi. Calc

TUBING 4685-4691'
flush: 4581 gal. Actual flush: 4494 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 12/18/08 Stuck Pump. Updated rod & tubing details.

NO. OF JOINTS: 172jts (5405.76')
05/25/11 Parted Rods Rod & tubing updated.

TUBING ANCHOR: 5406' KB 4703-4709'

NO. OF JOINTS: 1 jts (31.54')

SEATING NIPPLE: 2-7/8" (1.10')
4808-48 15'

SN LANDED AT: 5440.1' KB

NO. OF JOINTS: 2 jts (63.10') 4940-4956'

TOTAL STRING LENGTH: EOT @5504' KB

5043-5051'

SUCKER RODS
Anchor @5406' PERFORATION RECORD

5428-5450' 07-24-07 5428-5450' 4 JSPF 22 holes

POLISHED ROD: 1-1/2" x 26' SM 08-01-07 5043-5051' 4 JSPF 32 holes

SUCKER RODS: 1-2',l-4', &1-8' x ¾" pony rods, 100- ¾" guided rods, 9 I-
08-01-07 4940-4956' 4 JSPF 64 holes

¾" guided rods, 20- ¾" guided rods, 6-1 ½" sinker bars, 1-1" Stablilizer Rod
08-01-07 4808-4815' 4 JSPF 28 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 16' x 20' RHAC w/SM plunger
08-01-07 4703-4709' 4 JSPF 24 holes
08-01-07 4685-4691' 4JSPF 24holes

STROKE LENGTH: 102" 08-01-07 4583-4600' 4 JSPF 68 holes
PUMP SPEED, SPM: 4.5 SPM

EOT@5504'

NEWFIELD
PBTD @ 5926'

Federal 11-21-9-16
TD @6045'

1742' FSL & 2052' FWL

NE/SW Section 21-19S-Rl6E

DuchesneCo,Utah
API # 43-013-33144; Lease # UTU-74392 TW





ATTACHMENTb
Federal 13-21-9-16

Spud Date: 4-30-07

Put on Production: 7-30-07
Injection Wellbore

GL: 6105' KB: 6117' Diagram

SURFACE CASING -
FRAC JOB

CSG SIZE: 8-5/8" TOC @Surface 7-25-07 5938-5946' Frac BSC sands as follows:
14827#20/40 sand in 293 bbls Lightning 17

GRADE: 1-55 frac fluid. Treated@ avg press of 1898 psi

WEIGHT: 24#
Casing Shoe @324' w/avg rate of 24.8 BPM. ISIP 1983 psi. Calc

flush:5936 gal. Actual flush: 5418 gal.
LENGTH:.7 juts (312,15') 7-25-07 5455-5464' Frac CPI sands as follows:
DEPTH LANDED: 324.01' KB 152957#20/40 sand in 275 bb1sLightning 17

HOLE SIZE:12-1/4" frac fluid. Treated@ avg press of2098 psi
w/avg rate of24.7 BPM. ISIP 2085 psi. Calc

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surf. flush: 5453 gal. Actual flush; 4914 gal.

7-26-07 4826-4834' Frac B2 sands as follows:
45217#20/40 sand in 434 bb1sLightning 17
frac fluid. Treated@ avg press of2144 psi
w/avg rate of28.1 BPM. ISIP 2377 psi. Calc

PRODUCTION CASING nush:4824 gal. Actual flush: 4368 gal.

CSG SIZE: 5-1/2"
7-26-07 4706-4714' Frac C sands as follows:

GRADE: J-55
42292#20/40 sand in 354 bb1sLightning 17
frac fluid. 24.8 BPM. ISIP 1463 psi.

WEIGHT: 15.5# 2-19-08 Pump Change. Updated rod & tubing details.

LENGTH: 137 jts. (6025.88') 05/15/09 Recompletion.

DEPTH LANDED: 6039.13' KB 05/15/09 4597-4610' Frac D3 & D2 sands as follows:

HOLE SIZE: 7-7/8" 124935#20/40 sand in 1196 bbls Lightning

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ.
17 frac fluid. 26 BPM. ISIP 1764 psi.

CEMENT TOP: surface.
04/19/10 Tubing Leak. Rod & Tubing Updated.

03/24/11 Tubing Leak. Rod & tubing details updated.

12/22/11 Tubing Leak: Rod & tubing details updated.

10/26/12 Convert to Injection Well

TUBING 10/30/12 ConversionMITFinalized-updatetbg
detail

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 144jts. (4526.0')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4538'

ON/OFF TOOL AT: 4539.1'

ARROW #1 PACKER CE AT: 4544.37'

XO 2-3/8 x 2-7/8 J-55 AT: 4548.1'

TBG PUP 2-3/8 J-55 AT: 4548.7' SN @4538'

X/N NIPPLE AT: 4554.8' On Off Tool@ 4539'
TOTAL STRING LENGTH: EOT @4556'

Packer 4544'

I
XN Nipple @4555'

. EOT@4556' PERFORATION RECORD

4597-4610' 7-18-07 5938-5946' 4]SPF 32holes
4634-4638' 7-25-07 5455-5464' 4 JSPF 36 holes

4640-4647, 7-25-07 4826-4834' 4 JSPF 32 holes

4651-4656, 7-26-07 4706-4714' 4 JSPF 32 holes
5-16-09 4662-4674' 4 JSPF 48 holes

4662-4674' 5-16-09 4651-4656' 4 JSPF 20 holes
4706-4714' 5-16-09 4640-4647' 4 JSPF 28 holes
4826-4834' 5-16-09 4634-4638' 4 JSPF 16holes

5-16-09 4597-4610' 4 JSPF 52 holes

5455-5464'

NEWFIELD
5938-5946'

Federal 13-21-9-16
811' FSL & 687' FWL PBTD @5993'

SW/SW Section 21-T9S-Rl6E
Duchesne Co, Utah TD @6040'

API #43-013-33142; Lease #UTU-74392

LCN



ATTACHMENTe7
Federal 14-21-9-16

Spud Date: 6-22-07
Put on Production: 7-27-07 Initial Production: BOPD,

GL: 6052' KB: 6064' Wellbore Diagram MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-23-07 5910-5916' Frac BSC sands as follows:

GRADE: J-55
15064#20/40 sand in 286 bbls Lightning 17

frac fluid. Treated@ avg press of 1992 psi
WEIGHT: 24# w/avg rate of24.7 BPM. ISIP 2266 psi. Calc

LENGTH:.7 jnts (311.59')
flush: 5908 gal. Actual flush; 5334 gal.

DEPTH LANDED: 323.44' E
Cement top @332' 7-23-07 5098-5114' Frac LODC sands as follows:

109920#20/40 sand in 810 bb1sLightning 17

HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of2714 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbls cmt to surf.
w/avg rate of24.9 BPM. ISIP 3464 psi. Calc
flush; 5096 gal. Actual flush: 4591 gal.

7-23-07 5010-5018' Frac LODC sands as follows:
15148#20/40 sand in 263 bb1sLightning 17

frac fluid. Treated@ avg press of3213 psi
w/avg rate of24.9 BPM. ISIP 3464 psi. Calc
flush: 5008 gal. Actual flush; 4494 gal.

7-24-07 4522-4604' Frac DI, D1, D2, D3 sands as follows:

PRODUCTION CASING
122380#20/40sandinS48bblsLightning 17

4522-4528' frac fluid. Treated @avg press of 1681 psi

CSG SIZE: 5-1/2" w/avg rate of24.9 BPM. ISIP 1905 psi. Calc

GRADE: J-55
nush:4520 gal. Actual flush; 4410 gal.

WEIGHT: 15.5#
4544-4550' 04/04/08 Pump Change. Rod & Tubing detail updated

LENGTH: 138 jts. (6006.31')
2/27/12 Parted Rods. Updated rod & tubing detail.

DEFTH LANDED: 6019.56' KB 4578-4585'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ 4604-4612'

CEMENT TO SURFACE: 332'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 184jts (5726.1') 4929-4936'

TUBING ANCHOR: 5738.1' KB

NO. OF JOINTS: I jts (31.1') 5010-5018'
SEATING NIPPLE: 2-7/8" (1.1')

SN LANDED AT: 5771.9' KB
5098-5114'

NO. OF JOINTS: 1 jts (31.5')

NO. OF JOINTS: 3 jts (92.9')

TOTAL STRING LENGTH: EOT @5903' KB

SUCKER RODS
Anchor@5738' PERFORATION RECORD

7-13-07 5910-5916' 4 ]SPF 24 holes
POLISHED ROD: 1-1/2" x 26' SM SN 5646 7-23-07 5098-5 I14' 4 JSPF 64 holes

SUCKER RODS: 1 - ¾" x 2' Pony Rod, I - ¾" x 8' Pony Rod, 105 - ¾" 7-23-07 5010-5018' 4 JSPF 32 holes
Guided Rod (2625'), 99 - ¾" Sucker Rod (2475'), 20 - ¾" Guided Rod (500'), 7-23-07 4929-4936' 4 JSPF 28holes
6 - 1 ½" Sinker Bar (150'). 7-24-07 5604-5612' 4 JSPF 32 holes

PUMP SIZE: 2-1/2" x 1-1/4" x 9' x 18' x 22' VSP
7-24-07 4578-4585' 4 JSPF 28 holes
7-24-07 4544-4550' 4 JSPF 24 holes

STROKE LENGTH: 120" EOT @5903' 7-24-07 4522-4528' 4 JSPF 24 holes

PUMP SPEED, 4.5 SPM
5910-5916'

PBTD @5974'

NEWFIELD
SHOE @6020'

Federal 14-21-9-16 TD @6020'

797' FSL & 1993' FWL

SE/SW Section 21-T9S-Rl6E

DuchesneCo,Utah

API #43-013-33141; Lease #UTU-74392 TW 04/28/08
Updated by CS



ATTACHMENTE 6
Federal 15-21-9-16

Spud Date: 5-16-07
Put on Production: 7-13-07 Wellbore Diagram

GL: 6043' KB: 6055'
FRAC JOB

07-05-07 5200-5214' Frac LODC sands as follows:
49991#20/40 sand in 493 bb1sLightning 17

SURFACE CASING fracfluid. Treated@avgpressof2442psi

CSG SIZE: 8-5/8,, TOC @ 128' . w/avg rate of 24.5 BPM, ISIP 2660 psi. Cale
flush: 5198 gal. Actual flush; 4796 gal.

GRADE: J-55
07-06-07 5043-5052' Frac LODC sands as follows:

WEIGHT: 24# 44714#20/40 sand in 452 bbls Lightning 17

LENGTH: 7 jts (309.22') frac fluid. Treated@ avg press of2384 psi
wlavg rate of24.3 BPM. ISIP 2743 psi. Cale

DEPTH LANDED: 319.22' flush: 5041 gal. Actual flush: 4578 gal.

HOLE SIZE: 12-1/4" 07-06-07 4913-4946' Frac A3 sands as foHows:

CEMENT DATA: 160 sxs Class "G" cmt, cire. 5 bb1sto surf. . . 80345#20/40 sand in 626 bb1sLightning 17
frac fluid. Treated@ avg press of 1776 psi
w/avg rate of 24.6 BPM. ISIP 2172 psi. Calc
flush: 4911 gal. Actual flush: 4406 gal.

PRODUCTION CASING 07-06-07 4653-4660' Frac C sandasfonows:

CSG SIZE: 5-1/2"
14684#20/40 sand in 262 bbls Lightning 17
frac fluid. Treated@ avg press of 1891 w/

GRADE: J-55 avg rate of24.5 BPM. ISIP 1694 psi. Calc

WEIGHT: 15.5#
flush: 4651 gal. Actual flush: 4187 gal.

LENGTH: 133 jts. (5858.44) 07-06-07 4539-4547' Frac D1 sand as follows:

DEPTH LANDED: 5855.44, 35061#20/40 sand in 409 bbis Lightning 17
frac fluid. Treated@ avg press of 1813 w/

HOLE SIZE: 7-7/8" avg rate of24.6 BPM. ISIP 1813 psi. Calc

CEMENT DATA: 300 sxs Premlite II & 400 sxs 50/50 POZ.
flush: 4537 gal. Actual flush: 3990 gal.

CEMENT TOP AT: 128' per CBL 7/2/07 07-07-07 3922-3929' Frac GB2 sand as follows:
20191#20/40 sand in 288 bbls Lightning 17
frac fluid. Treated@ avg press of 1587 w/
avg rate of24.7 BPM. ISIP 1651psi. Calc

TUBING (KS 10/21/10) flush: 3920 gal. Actual flush: 3864 gal.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 3922-3929, 11/11/08 Pump Change. Updated rod & tubing details.

NO. OF JOINTS: 164jts (5169.2') 1/15/2010 Pump Change. Updated rod and tubing detail.
4539-454TTUBING ANCHOR: 5181.2'

4/24/2010 Pump change. Updated rod and tubing detail.
NO. OF JOINTS: I jts (31.6') 10/26/10 Pump Change. Rod & Tubing detail updated.4653-4660'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5215.6'

NO. OF JOINTS: 2 jts (63.3')
4913-4920'

NOTCHED COLLAR: 2-7/8" (0.5') 4935-4946'

TOTAL STRING LENGTH: EOT @5280'
5043-5052'

Anchor@5181 PERFORATION RECORD
SUCKER RODS (KS 10/21/10) 5200-5214' 06-15-07 5200-5214' 4 JSPF 56 holes
POLISHED ROD: 1-1/2" x 26' SM SN 5216'

06-22-07 5043-5052' 4 JSPF 36 holes
SUCKER RODS: 2', 4', 6', 8' x ¾" Pony Rods, 99 x ¾" 4per Guided Rods, 82 06-22-07 4935-4946' 4 JSPF 44 holes
x ¾" Sucker Rods, 20 x ¾"4per Guided Rods, 6 x 1-½" Sinker Bars 06-22-07 4913-4920' 4 JSPF 28 holes
PUMP SIZE:2-l/2" x 1-1/2" x 12' x 16' RHAC 06-22-07 4653-4660' 4 JSPF 28 holes

STROKE LENGTH: 74" 06-22-07 4539-4547' 4 JSPF 32 holes

PUMP SPEED, SPM: 4
06-22-07 3922-3929' 4 JSPF 28 holes

PUMPING UNIT: NATIONAL C-160-173-74

EOT @ 5280'

NEWFIELD

Federal 15-21-9-16 PET 681°

559' FSL & 1954' FEL
TD @5875'

SW/SE Section 21-T9S-R16E

DuchesneCo,Utah

API # 43-013-33164; Lease # UTU-74392

KS



MullI·ChemAnalyticalLaboram ATTACHMENTF multi-chenT
1553 East Highway40
Vernal, UT84078 A HALLIBURTON SERVICE

Unitsof Measurement: Standard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: Michael McBride
Well Name: SWDIF Lab Tech: GaryPeterson
Sample Point: Anar Filter
Sample Date: 12/4/2012 scalingpotential predicted using ScaleSoftPitzer from

Sample ID: WA-229142 Brine Chemistry Consortium (Rice University)

9t".'??.Pressure 1 (psip: 60.0000 Potassium K 1 00 Sul ate (S 120 00
fis'69.T.6.rngefgtu F 1 00 ggggig i ne HC 6 0
fis.'"T.Pressure (psip): 60.0000 C I iug ( a) 46 Ca tp (

."??

"?d Oy(rng 15 00 ad b) ri

.n o rnmon a H
H2S in Water (mg/L): 2.50 Manganese (Mn): 0.04 Silica (SiO2):

Notes:
9:30

(PTB = Pounds per Thousand Barrels)

Calclum Barium Sutfate Iron Iron Gypsum Celestite Halite Zinc
Carbonate Sulfide Carbonate CaSO4 2H20 Sr304 NaCi Sulfide

210.00 60.00 0.28 10.64 0.00 0.00 0.20 0 02 0 00 0.00 0.00 0.00 0.00 0 00 0.00 0.00 6.28 0.01

200.00 60.00 0.19 7.48 0.00 0.00 0.13 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.31 0.01

190.00 60.00 0.11 4.25 0.00 0.00 0.07 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.35 0.01

180.00 60.00 0.02 0.97 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.39 0.01

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.44 0.01

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.50 0.01

150.00 60.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.56 0.01

140.00 60.00 0.00 0.00 0.05 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.64 0.01

130.00 60.00 0.00 0.00 0.10 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.72 0.01

120.00 60.00 0.00 0.00 0.15 0.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.80 0.01

Multi-Chern- A Halliburton Service Thursday, December 06, 2012

Page 1 of



Mulli·ChemAnalyllcalu omtmy ATTACHMENT(' multi-cheny
1553 East Highway 40
Vemal, UT 84078

Water Analysis Report

Hemihydrate Anhÿdrate Calcium Zinc Lead Mg Ca Mg
CaSO4 0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate

O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0 00 0.00

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Iron Sulfide Zinc Sulfide

These scales have positive scaling potential under final temperatureand pressure: Barium Sulfate Zinc Sulfide

Calcium Carbonate Barium Sulfate

0.3 12 0.15 0.03

0 25 10 0.025

0 2 8 0.1 0.02

0.15 6 0.015

0.1 4 0.05 0.01

0.05 2 0.005

DI 0 0 IO
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Iron Sulfide Zinc Sulfide

0.25 0.025 8 0.012

0.2 0.02 6
0.01

0.15 0.015
0.008

4 0.006
0.1 0.01 0.004

Ë 0.05 0.005 g o 2
0.002

01 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Multi-Chem - A Halliburton Service Thursday, December 06, 2012
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ATTACHMENTF
.

Mulil-ChemAnalylcalutxwelo" iT1UItI-chem
1553 East Highway 40
Vernal, UT84078 A HALLIBURTON SERVICE

Water Analysls Report

These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

These scales have positive scaling potential under final temperatureand pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate

40 5 0.6 4

2 0.4
0.5 20 o 0 2

2

0 . ... 0 0 . . 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Iron Sulfide Iron Carbonate

3 3 15

2 2 10

1 1 5

0 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Lead Sulfide Zinc Sulfide
00W43 10 0 06

8 6
004

6 -0.002

4 E 4 002
0.001 o e

2 g ©2

0 .. . . 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Multi-Chem - A Halliburton Service Wednesday, December 26, 2012
Canunitmom Page 2 of 3



MullI·ChemAnalylicelu- ATTACHMENTF multi-chem
1553 East Highway 40
Vernal.UT84078 A HALLIBURTON SERVICE

Water Analysis Report

Zinc Carbonate

4

0.4 0.02
0.2 2

0 0
120 140 160 180 200

130 150 170 190 210

Temperature

Multi-Chem- A Halliburton Semice Wednesday, December 26, 2012
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Attachment "G"

Federal #3-28-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5490 5613 5552 1980 0.79 1944
4965 5399 5182 2258 0.89 2226
4724 4731 4728 1709 0.79 1678
4508 4570 4539 1780 0.83 1751

Minimum 1678

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



Summary Rig Activity ATTACHMENT I Pase i or2

Daily Activity Report

Format For Sundry

FEDERAL 3-28-9-16
5/1/2009 To 9/30/2009

7/22/2009 Day: 1 Completion

Rigless on 7/22/2009 - MIRUSU. Drilling packer. - MIRUSU. Instal Schefer BOP's. PU 4-3/4"

rock bit & x-over sub. Tally, pickup & TIH w/ new J-55, 6.5#, 8 EUE, 2-7/8" tbg to tag cement

@ 2785'. RU swivel, pump & tanks. Drlg out cement to packer @ 2845'. Drlg out plug in 100

min. TIH w/ tbg to tag cement @ 5752'. Drlg out to PBTD @ 5788'. Lay down 4 jts tbg to
leave EOT @ 5658'. SIFN.
Daily Cost: $0
Cumulative Cost: $36,583

7|23/2009 Day: 2 Completion

WWS #1 on 7/23/2009 - CBL/Perforated 1st stage. - Open well w/ 0 psi on casing. TOOH w/
tbg. RU Prforators LLCWLT & packoff. RIH w/ CBL tool. Run CBL under pressure. WLTD was
5773' & CMT was 104'. Test casing, frac head, casing valves & BOP's to 4500 psi. RIH w/
gauge ring, 3',3',4' perf guns. Perforate CP5 sds @ 5610-13', CP4 sds @ 5564-67', CP3 sds @
5490-94' w/ 3-1/8" Slick Guns (19 gram, .49"EH, 120°) w/ 3 spf for total of 36 shots. RD
WLT. ND Cameron BOP's. Instal Schefer BOP's. RU 4-3/4" mill. TIH w/ tbg to 2800' Work mill
through packer. TOOH w/ tbg. RD Schefer BOP's. Instal Cameron BOP's. RU BJ Services. SIFN.
Daily Cost: $0
Cumulative Cost: $47,320

7/24/2009 Day: 3 Completion

WWS #1 on 7/24/2009 - Frac well. - Stage #1: RU bBJ Services "Ram Head" frac flange. RU

BJ & frac CP sds w/ 30,556#'s of 20/40 sand in 437 bbls of Lightning 17 frac fluid. Open well
w/ 0 psi on casing. Perfs broke down @ 3153 psi back to 2326 psi @ 3 bpm w/ 3 bbis fluid.
ISIP was 1668 w/ .73FG. 1 min was 1387 psi. 4 min was 1177 psi. Pump 30 gals of Techni Hib
chemical © 4% by volume. Treated @ ave pressure of 2851 w/ ave rate of 42 bpm w/ 6 ppg
sand. Spot 12 bb\s of 15% HCL acid in flush. ISIP was 1980 w/ .79FG. 5 min was 1760 psi. 10

min was 1747. 15 min was 1709. 437 Bbis EWTR. Leave pressure on well. - Stage #2&3: RU
Perforators LLCWLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" composite flow through
frac plug (6K) w/ 7 perf gun. Set plug @ 5430'. Perforate CP1 sds @ 5392-99' w/ 3-1/8" Port

Guns (11 gram, .36"EH, 120°) w/ 3 spf for total of 21 shots. RU BJ & perfs won't break down.
RU dump bailer & spot 8 gals of 15% HCL acid. Had 11' of sand on top of perfs. RU WLT. RIH
w/ 2',8',2' perf guns. Tag sand 25' above CP1 sds. RU BJ & surge for 4 bbis & frac w/
30,596#'s of 20/40 sand in 370 bbls of Lightning 17 frac fluid. Open well w/ 1279 psi on
casing. Surge off 4 bbis to 1050 psi. Perfs broke down @ 1187 psi back to 1187 psi @ 3 bpm
w/ 3 bbis fluid. Pressure to low (stay pumping). Pump 30 gals of Techni Hib chemical @ 4%
by volume. Treated @ ave pressure of 2936 w/ ave rate of 41 bpm w/ 6 ppg sand. Spot 12
bbis of 15% HCL acid in flush. ISIP was 2258 w/ .88FG. 5 min was 1708 psi. 10 min was
1474. 15 min was 1378. 807 Bbis EWTR. Leave pressure on well. - Stage #5: RU WLT, RIH w/
frac plug & 4',3',4' perf gun. Set plug @ 4660'. Perforate D2 sds @ 4566-70', 4557-60', D1
sds @ 4508-12' w/ 3 spf for total of 33 shots. RU BJ & frac w/ 100,042#'s of 20/40 sand in

750 bbls of Lightning 17 frac fluid, Open well w/ 1025 psi on casing. Perfs broke down @ 3590
psi back to 1990 psi @ 3 bpm w/ 3 bbis fluid. Pressure up & down so didn't shut down. Pump

30 gals of Techni Hib chemical @ 4% by volume. Treated @ ave pressure of 3126 w/ ave rate
of 38 bpm w/ 8 ppg sand. ISIP was 1780 w/ .83FG. 5 min was 1581 psi. 10 min was 1513. 15

http://www.inewfield.com/denver/SumActRpt.asp?RC=173230&API=4301333408&Min...



. . ATTACHMENTG-!
22,222,2Summary Rig Activity

min was 1455. 1839 Bbis EWTR. RD BJ & WLT. Flow well back for 4 hours & died w/ 480 bbls

rec'd. SIFN. 1359 bbis EWTR. - Stage #4: RU WLT. RIH w/ frac plug & 7' perf gun. Set p\ug @
4830'. Perforate B1 sds @ 4724-31' w/ 3 spf for total of 21 shots. RU BJ & frac w/ 14,782#'s

of 20/40 sand in 282 bbis of Lightning 17 frac fluid. Open well w/ 1118 psi on casing. Perfs

broke down @ 4207 psi back to 1931 psi @ 3 bpm w/ 3 bbls fluid. Pressure up & down so

didn't shut down. Pump 30 gals of Techni Hib chemical @ 4% by volume. Treated @ ave

pressure of 2505 w/ ave rate of 26 bpm w/ 6 ppg sand. Spot 12 bbis of 15% HCL acid in

flush. ISIP was 1709 w/ .80FG. 5 min was 1296 psi. 10 min was 1229. 15 min was 1257.

1089 Bbls EWTR. Leave pressure on well
Daily Cost: $0
Cumulative Cost: $124,771

7/27/2009 Day: 4 Completion

WWS #1 on 7/27/2009 - Drig plugs. - Open well w/ 0 psi on casing. RD Cameron BOP's & frac

head. Instal 3M production tbg head & Schefer BOP's. RU 4-3/4" Chomp Mill & x-over sub. TIH

w/ tbg to tag sand @ 4644'. RU swivel, pump & tanks. C/O to plug @ 4660'. Drlg out plug #1

in 14 min. TIH w/ tbg to tag plug @ 4830'. Drlg out plug #3. TIH w/ tbg to tag plug @ 5430'.

Drlg out plug #3. TIH w/ tbg to tag fill @ 5720'. C/O to PBTD @ 5788'. LD 2 jts tbg. RU swab

& made 5 runs to rec'd 52 bbis fluid. FFL was 1000'. Last run showed water. SIFN w/ 1307

bbis EWTR.
Daily Cost: $0
Cumulative Cost: $130,371

7/28/2009 Day: 5 Completion

WWS #1 on 7/28/2009 - Clean well out. - Open well w/ 0 psi on casing. RU swab & made 8

runs & rec'd 76 bbis fluid. Last run showed trace of oil w/ no sand. FFL was 1500'. RD swab
equipment. TIH w/ tbg to tag no new sand. Circulate well clean. TOOH w/ tbg. LD Mill & X-

over sub. TIH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA new CDI w/ 45,000# shear, 177 jts tbg. RD

BOP's. Set TA @ 5575' w/ 18,000#'s tension w/ SN @ 5609' & EOT @ 5674'. Pickup & prime

pump. TIH w/ 2-1/2" x 1-1/2" x 14' x 18' new CDI RHAC pump w/ "SL, 6- 1-1/2" weight rods,
20- 3/4" guided rods, 98- 3/4" plain rods, 99- 3/4" guided rods, 2', 6', 8' x 3/4" pony rod, 1-

1/2" x 26' polish rod. Space pump. Test tbg & pump to 800 psi. RDMOSU. POP @ 6PM w/

86"SL @ 4.5 spm w/ 1250 bbis EWTR. Finalized
Daily Cost: $0
Cumulative Cost: $169,373

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=173230&API=4301333408&Min...



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4458'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 170' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 44 sx Class "G" cement down 5 ½" casing to 367'

The approximate cost to plug and abandon this well is $42,000.

Federal



ATTACHMENTR
Spud Date: 6/22/2009 Federal 3-28-9-16
Put on Production: 7/28/2009

GL: 6097' KB: 6109' Proposed P & A
Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

Cement top @ 104'
GRADE: J-55 Pump 44 sx Class "G" Cement down 5-1/2" casing to 367'
WEIGHT: 24#

LENGTH: 7 jts (269')

DEPTH LANDED: 317' KB

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'G' cmt

PRODUCTION CASING
CSG SIZE: 5-1/2" 120' balance plug using 14 sx Class "G" cement 60'

above Uinta/Green River and extending 60' below
GRADE: J-55

(1393'-1513')

WEIGHT: 15.5#

LENGTH: 149 jts (5821')

DEPTH LANDED: 5836'

HOLE SIZE: 7-7/8"

CEMENT DATA: 296 sx Prem. Lite mixed and 450 sx 50/50 poz,

CEMENT TOP AT: 104'

170' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2683'-2853')

- 100' (12 sx) Class G Cement plug on top of CIBP

CIBP@4458'

4508-4512'

4557-4560'

4566-4570'

4724-4731'

4965-4967'

4985-4993'

5135-5137'

5392-5399'

5490-5494'

5564-5567'

5610-5613'
NEWFIELD

PBTD @5788'

Federal 3-28-9-16
651' FNL & 1801' FWL . TD @5845'

NE/NW Section 28-T9S-Rl6E
Duchesne Co, Utah

API # 43-013-33408; Lease # UTU-74392

JL



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 3-28-9-16

Location: 28/9S/16E API: 43-013-33408

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 317 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,836 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 2,564 feet. A 2 7/8
inch tubing with a packer is proposed to be set at 4,458 feet. Higher perforations will be opened .

at a later date. A mechanical integrity test will be run on the well prior to injection. There are 7
producing wells and 1 injection well in the AOR. All of the wells have evidence of adequate
casing and cement for the proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-

Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 2800 feet. Injection shall be
limited to the interval between 3,806 feet and 5,788 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 3-28-9-16 well is
0.79 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,678 psig. The requested
maximum pressure is 1,678 psig. The anticipated average injection pressure is l 100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately



Federal 3-28-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-404

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 21, 22, 23, 25,
26, 28, AND 29, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS
CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 1001
17thStreet, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Federal 15-21-9-16 well located in SW/4 SE/4, Section 21, Township 9 South, Range 16 East
API 43-013-33164
Federal 9-22-9-16 well located in NE/4 SE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33175

Federal 13-23-9-16 well located in SW/4 SW/4, Section 23, Township 9 South, Range 16 East
API 43-013-33180 -

Federal 1-25-9-16 well located in NE/4 NE/4, Section 25, Township 9 South, Range 16 East
API 43-013-33553
UTD Walton 26-3 well located in NE/4 NW/4, Section 26, Township 9 South, Range 16 East
API 43-013-31477

Federal 1-28-9-16 well located in NE/4 NE/4, Section 28, Township 9 South, Range 16 East
API 43-013-33410

Federal 3-28-9-16 well located in NE/4 NW/4, Section 28, Township 9 South, Range 16 East
API 43-013-33408

Federal 1-29-9-16 well located in NE/4 NE/4, Section 29, Township 9 South, Range 16 East
API 43-013-33423

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest



notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 12th day of February, 2013.

STATE OF UTAH
DIVISION OF OfL, GAS & MINING

Brad Hill
Permitting





; A State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

February 12, 2013

Via e-mail: legals ubstandard.corn

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-404

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &



2/14/13 State of Utah Mail - Proof for Notice

Proof for Notice

Stowe, Ken <naclegal@mediaoneutah.com> Tue, Feb 12, 2013 at 2:31 PM
Reply-To: "Stowe, Ken" <naclegal@mediaoneutah.com>

To: jsweet@utah.gov

AD# 858313
Run SL Trib & Des News 2/15
Cost $267.08
Thank You

OrderConf.pdf
124K

https://maiLgoogle.corn/maillul0/?ui=2&ik-ad25b7bcd0&Merpt&search=inbox&th=13cd052090111f0b



Remit to: P.O. Box 704005
Wheñatt£akesribune MED Deseret News West Valley City,UT 84170

Order Confirmation for Ad #0000858313-01

Client DIV OF OIL-GAS & MINING Payor Customer DIV OF OIL-GAS & MINING Ad Content Proof Actual Size
BEFORETHEDIVISION OF OlL, GAS ANDMINING

Client Phone 801-538-5340 Payor Phone 801-538-5340 DEPARTMENIOF NATUML RESOURCES
STATEOF UTAH

NOTid OF AGENCY ACilON
CAUSENO. UIC-404

Account# 9001402352 Payor Account 9001402352 IN TE MATTER OF TiiË APPLICATION OF \EwFIEL3 PROD E
TIC% C VPAM FOR A3MINISTRATivE APPROVAL OF CERTAi

Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P O BO) pp eig'
SALT LAKE CITY, UT 84114 USA SALT LAKE CITY, UT 84114 T UTA

, 45 ELssa ti INJEclics wELLS.

TNE STATE OF -TA1 TO ALL PERSONS V-TERESTED IN THE
ABOVE ENTITLEDVATTER.

Ordered By Acct. EXGC once is rerecy iver to te 3ivitier of Gil, Gas ard wir-
Fax 801-359-3940 Wg Pte "3iviner is :orrer:iry w irfcWal aditdicœive

Jean kstowe are:eediry e :crsider de copticatier of Newfield Predt:
EMail juliecarter@utah.gov ics compara1001 171 59ee stire 2000, 3e<ver, cote-

rodo 50202, -eleptere 303-693-0102, for adririrrtrive
approvoi of te fcHewiry wells Ic:Died if DLTelve Coer-¡,

Total Amount $267.08 at, for :er ersor -c aass n esser seus

Payment Amt $0.00
Tear Sheets Proofs AffidavitS de 1 ir SW 4 SE 4, Se- ier

AP1 43-01 3-331 64
Amount Due $267.08 0 0 1 Federal 9-22-9-16 well IO:Œed ir NE 4 SE 4, Serier 22,

Towrsfip 9 5004, Rarge 16 East
A?l 43-013-33175

PaymentMethod PO Number Cause No. UIC-404 Federai 13-23-9 is seli icewed is sw 4 sw 4, serier
23, Towritip 9 Scut, Rarge 16 Last

Confirmation Notes: È$e 1 sell lo:tred ir NE a NE 4, Sericr 25,
Towestip 9 Set:r, Rorge 16 Ëav

Text: Jean ^PU3 013 33553
JTD Wolver 26-3 mell located ir NE 4 kw 4, Se:Tier 26,
Towritip 9 Sout, Rarge 16 Eoir

Ad Type Ad Size Color 40, 1)(19
i seii te:o-ed is se a se 4, socier 29,

Legal Liner 2.0X 78 Li <NONE> fÎaiÎa"-eominar

Federal 3-26-9-16 well Ic:tted ir NE a NW 4, Se:Tier 26,
Towritip 9 Setit Rarge 16 Eas:

Product Placement Position id'ei-011
1 well lecŒ÷d ir NE 4 NE 4, Segier 29,

Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices V oÎIo arye 16 East

Scheduled Date(s): 2/15/2013 Tre proceediry will be cordtzted ir accorder:e wi4 at
Admir. R649-1 0, Admiristrative Procedtfet

Product Placement Position Gele ed Teres if ite Greer River Formcrier will be tied for
water irjecier. Tre maxieltm rettested ir¡ecier preistres
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fore=atice RMited Oy Newfield Prodtriier Ecepary.

Scheduled Date(s): 2/15/2013
Ary perser desirirg 70 Obje:? oc de applicarier or efterwise

, irrervere ir te proceediri mtli file a writter protest er re-
Product Placement Position Tice of ir erverrier witt 'te Divisier wittir fifteer days fol-

. lowiry ptblicarict of tis retice. Tte Divisier's Presidiry Offi-
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P.O. Sex 145801, Salt Loke Ciy, UT 84114-5801, prere
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utahlegals.com:: utahlegals.com utahlegals.com -eresa.

Scheduled Date(s): 2/15/2013 )Œed Wis 1 21 day of February. 201 1
31ATEOF JTAl
DIVLSION OF OIL, GAS & Mi JNG

Brad lill
Fermit'iry marayer
958313 UPAXLP

2/12/2013 2:31 36PM



State of Utah
DEPARTMENT OF NATURAL RESOURCES

" MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

February 12, 2013

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-404

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notifv me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.cov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov
OIL, GAS &



2/14/13 State of Utah Mail - Re: Notice of Agency Action - Newneld Production Company Cause No. UIC-404

Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-404

Cindy Kleinfelter <classifieds@ubstandard.com> Wed, Feb 13, 2013 at 1:59 PM
To: Jean Sweet <jsweet@utah.gov>

On 2/12/2013 2:22 PM, Jean Sweet wrote:

To whom it may concem:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:

Please send proof of publication and billingto:

Division of Oil, Gas and Mining

PO Box 145801

Salt Lake City, LJT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary
Utah Division of Oil, Gas and Mining

Received. Thank you. It will run Feb. 19.
Cindy

https://mail.google.com/maillu/0/?ui=2&ik-ad25b7bcd0&Mew=pt&search=inbox&th=13cd55af7f5dabfc
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PROOF OF PUBLICATION CUSTOMER'S COPY
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AFFIDAVIT OF PUBLICATION

AS NEWSPAPER AGENCY COMPANY, LLC dba MEDIAONE OF UTAH LEGAL BOOKER, I CERTIFY THAT THE ATTACHED ADVERTISEMENT OF
BEFORE THE DIVISION OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH NOTICE OF AGENCY ACTI_ON
CAUSE NO. UlC-404 IN THE MATTER OF THE APPLICA FOR DIV OF OIL-GAS & MINING, WAS PUBLISHED BY THE NEWSPAPER AGENCY
COMPANY, LLC dba MEDIAONE OF UTAH, AGENT FOR THE SALT LAKE TRIBUNE AND DESERET NEWS, DAILY NEWSPAPERS PRINTED IN THE
ENGLISH LANGUAGE WlTH GENERAL CIRCULATION IN UTAH. AND PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH.
NOTICE IS ALSO POSTED ON UTAHLEGALS.COM ON THE SAME DAY AS THE FIRST NEWSPAPER PUBLICATlON DATE AND REMAINS ON
UTAHLEGALS.COMINDEFINATELY.

Start 02/15/2013 End 02/15/2013
PUBLISHED ON j

SIGNATURE

2/15/2013

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING



Send Payments to:

r....¾d 2n/voce Date

Uintah Basin Standard www.ubstandard.com268 S 200 E Advertiser No. Invoice Amount Due Date
Roosevelt, Utah 84066 IAIEN

2080 $133.85 3/21/2013
Phone: 435-722-5731 '
Fa>c 435-722-4140 www.vernal.com

i 2 8 2013
DIVISION OF OIL GAS & MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee will be charged to all Amount Enclosed
past due balances.

Please detach lop porlon and return wuh your payment INVOICE

Uintah Basin Standard DIVISION OF OIL GAS & MINING Invoice No.41803 2/19/2013

Date Order Description Ad size Sub t Sales Ta Amount

2/19/2013 20851 UBS UBSLegal Notice: Notice of Agency Action - Cause No. UIC-404 $133.85
Pub. Feb. 19, 2013

Sub Total: $133.85
Total Transactions: 1 Total: $133.85

SUMMARY Advertiser No. 2080 invoice No. 41803

1 1/2% fee willbe charged to all past due balances.

Thank You for your business!

Thank you for advertising with us, we appreciate your
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State of Utah '
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- - - - - A Federal 13-23-9-
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

oovernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

March 12, 2013

Newfield Production Company
100 l Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 3- 28-9-16, Section 28, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well # 43-013-33408

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,806 feet in the
Federal 3-28-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

hn Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County uTAN

Newfield Production Company, Myton DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 on, GAS & MINING
telephone(801) 538-5340 . facsimile(801) 359-3940 • TTY (801) 538-7458 .
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Legend Û9menÍ BOnd Tops
Oil& Gas Well Type Federal 3-28-9-16 N

O APD-ApprovedPermit API #43-013-33408
6) DRL-Spudded (Drilling Commenced) UIC-404.7

GIW-GasInjectionWell

Om GSW-Gas Storage Well

X LA-LocationAbandoned
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A RET-Retumed APD
SGW-Shut-inGas Well

Depth to topofe SOW-Shut-In OilWell 4585 suitable cement bond
TA-TempAbandoned • Well BottomHole Location

--- Oil& Gas Wells Hole Directional Path
O TW-TestWell Welis-CbitopsMaster1-31-13

DNROilGas WellsBufferWDW-WaterDisposal Well
County Boundaries

A WIW-WaterinjectionWell
PLSS Sections

O WSW-WaterSupplyWell PLSS



4 Šundry Number: 42420 API Well Number: 43013334080000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:
FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 3-28-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0651 FNL 1810 FWL
QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 28 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXESTO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAMEApproximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
/ SUBSEQUENT REPORT

Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/29/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACKTO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENTOR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/27/2013. On 08/28/2013 Chis Jensen with the utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 08/29/2013 the casing was pressured up to 1655 Date: October 17, 2013
psig and charted for 30 minutes with no pressure loss. The well was not - , , .

A
injecting during the test. The tubing pressure was 490 psig during the sy: e *

test. There was not a State representative available to witness the test.

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/10/2013

RECEIVED: Sep. 10,



Sundry Number: 42420 API Well Number: 43013334080000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box ŠÒŠ0

Myton, UT 84052
435-648-3721

Witness: Date11fi¡ g Time es d' @ pm

Test Conducted by: g'y¿ wir (MM
Others Present:

Well:R/>fu a < *** Field: mooamef sonre

Well Location: Neuw seeans a,¿ API No: 43-ois-sa</or

desce Courtry, WT

Tigge Casinq Pressure

0 min (ps't psig

5 ig, (f psig

10 je gy' psîg

15 ¡y çý .

psig

20 /gy psig

25
/g-( psig

30 min / ¿pys" psig

35
psig

40
psig

45
psig

50
psig

55
psig

60 min
psig

Tubing pressure: 990 psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



s ÒuClry Number: 42420 API Well Number: 43013334080000



undry Number: 42420 API Well Number: 43013334080000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 3-28-9-16
6/1/2013 To 10/30/2013

8/26/2013 Day: 1 Conversion

WWS# 5 on 8/26/2013 - MIRUSU, test tbg, pull rods - MIRU, pump 60 bbis down csg, remove
head unseat pump and 8000 over string wt, flush rods w/ 40 bbis h20, fill and test tbg to
3000psi. OK, Id rods and pony's, stopped once and flushed with 30bbis. - MIRU, pump 60 bbis
down csg, remove head unseat pump and 8000 over string wt, flush rods w/ 40 bbls h20, fill
and test tbg to 3000psi. OK, Id rods and pony's, stopped once and flushed with 30bbls. -

MIRU, pump 60 bbls down csg, remove head unseat pump and 8000 over string wt, flush rods
w/ 40 bbis h20, fill and test tbg to 3000psi. OK, Id rods and pony's, stopped once and flushed
with 30bbis. Finalized
Daily Cost: $0
Cumulative Cost: $14,072

8/27/2013 Day: 2 Conversion

WWS# 5 on 8/27/2013 - ND WH, Test Tbg - ND WH unset 5-1/2" B-2 Tac. Strip on 5000lb
BOP. Ru floor & tbg works. TooH breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-
7/8" tbg, Lo 5-1/2" B-2. Tac PSN & NC stopping once & flushed tbg w/ 30 bbls. PU & Ti H w/
2-7/8" re-entry guide, 2-7/8" XN nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off
tool, PSN & 143 jts 2-7/8" tbg. Pump 10 bbl pad, circ SV to PSN. Test tbg to 3000 psi. Leave
psi over night. SDFN. - ND WH unset 5-1/2" B-2 Tac. Strip on SOOOlb BOP. Ru floor & tbg
works. TooH breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-7/8" tbg, Lo 5-1/2"
B-2. Tac PSN & NC stopping once & flushed tbg w/ 30 bbis. PU & Ti H w/ 2-7/8" re-entry
guide, 2-7/8" XN nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off tool, PSN & 143
jts 2-7/8" tbg. Pump 10 bbl pad, circ SV to PSN. Test tbg to 3000 psi. Leave psi over night.
SDFN. - ND WH unset 5-1/2" B-2 Tac. Strip on 5000\b BOP. Ru floor & tbg works. TooH
breaking every connection w/ 143 jts 2-7/8" tbg. Lo 37 jts 2-7/8" tbg, Lo 5-1/2" B-2. Tac PSN
& NC stopping once & flushed tbg w/ 30 bbis. PU & Ti H w/ 2-7/8" re-entry guide, 2-7/8" XN
nipple, 2-3/8" 4' sub, X over, 5-1/2" arrow set- 1 pkr, on/off tool, PSN & 143 jts 2-7/8" tbg.
Pump 10 bbi pad, circ SV to PSN. Test tbg to 3000 psi. Leave psi over night. SDFN. Finalized
Daily Cost: $0
Cumulative Cost: $21,164

8/28/2013 Day: 3 Conversion

WWS# 5 on 8/28/2013 - Set Packer, Test casing - Ck pres on the Tbg. Bump up to 3000 psi
for 30 min. RU & RiH w/ sandline. Retrieve SV, RD floor & Tbg works. Strip off 5000\b BOP,
land tbg on B-1 adapter flange. Pump 60 bbis fresh water & pkr fluid. Set 5-1/2" Arrow, set 1-
Pkr w/ 15000 lb tension @ 4456'. PSN @ 4443', Eot @ 4460'. Land Tbg w/ injection tree, NU
well head. Fill & test csg, pkr to 1400 psi for 30 mins. Good. ROMO @ 11:30. - Ck pres on the
Tbg. Bump up to 3000 psi for 30 min. RU & RiH w/ sandline. Retrieve SV, RD floor & Tbg
works. Strip off 5000\b BOP, land tbg on B-1 adapter flange. Pump 60 bbis fresh water & pkr
fluid. Set 5-1/2" Arrow, set 1- Pkr w/ 15000 lb tension @ 4456'. PSN @ 4443', Eot @ 4460'.
Land Tbg w/ injection tree, NU well head. Fill & test csg, pkr to 1400 psi for 30 mins. Good.
ROMO @ 11:30. - Ck pres on the Tbg. Bump up to 3000 psi for 30 min, RU & RiH w/ sandline.
Retrieve SV, RD floor & Tbg works. Strip off 5000\b BOP, land tbg on B-1 adapter flange.
Pump 60 bbis fresh water & pkr fluid. Set 5-1/2" Arrow, set 1- Pkr w/ 15000 lb tension @
4456'. PSN @ 4443', Eot @ 4460'. Land Tbg w/ injection tree, NU well head. Fill & test csg,

http://www.inewfld.com/denver/SumActRpt.asp?RC=l73230&API=430l333408&MinDate...



undry Number: 42420 API Well Number: 43013334080000
Summary Rig Activity Page 2 of 2

pkr to 1400 psi for 30 mins. Good. ROMO @ 11:30. Finalized
Daily Cost: $0
Cumulative Cost: $25,006

9/3/2013 Day: 4 Conversion

Rigless on 9/3/2013 - Conduct initial MIT - On 08/28/2013 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On 08/29/2013 the
casing was pressured up to 1655 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 490 psig during the test. There
was not a State representative available to witness the test. - On 08/28/2013 Chris Jensen
with the State of Utah DOGM was contacted concerning the initial MIT on the above listed
well. On 08/29/2013 the casing was pressured up to 1655 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 490
psig during the test. There was not a State representative available to witness the test. - On
08/28/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/29/2013 the casing was pressured up to 1655 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 490 psig during the test. There was not a State representative available
to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,218

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=l73230&API=4301333408&MinDate...



Sundry Number: 42420 API Well Number: 43013334080000

Spud Date: 6/22/2009 Federal 3-28-9-16
Put on Production: 7/28/2009

GL: 609T KB: 6109' [njection Wellbore
Diagram

SURFACE CASING FRAC JOR
CSG SIZE 8-5/8"

Cement top@ l04' 7/28/2009 5490-5613' Frac CP4, CP 3, & CPS sands as
GRADE J-55 follows: Frac with 30,556#'s of

20/40 sand in 182 bbis of LighmingWElGHT 24#
17frac Buid

LENGTH 7 jts (269') 7/28/2009 4965-5399' Frac LODC & CPI sands as
DEPTH LANDED 3l7' KB follows: Frac with 30,596#'s of

20/40 sand in 159 bb1sof LightningHOLE SIZE 12-1/4"
17 frac fluid

CEMENT DATA 160 sx class 'G' cml 7/28/2009 4724-4731' Frac B1 sands as follows: Frac
with 14782#'s of20/40 sand in 86
bbis of Lightning 17 frac Huid

7/28/2009 4508-4570' Frac Di & D2 sands as follows:
Frac with 100042#'s of 20/40 sand
in 430 bbis of Lightning 17 frac
Huid

PRODUCTION CASING 3/12/12 ing leak: Updated rod& tubing
CSG SIZE 5-1/2"

08/27/13 Convert to [rajection WellGRADE J-55
08/29/13 Conversion IVIITFinalized -

WEIGHT I5 5# update tbg detail
LENGTH 149 jts (5821')

DEPTH LANDED: 5836'

HOLE SIZE: 7-7/8"

CEMENT DATA 296 sx Prem Lite mixed and 450 sx 50/50 poz,

CEMENT TOP AT 104'

TUBING
SIZE/GRADE/WT 2-7/8"il-55/65#

NO OF JOINTS L41 jts (4431 2 )
SEATINGNIPPLE 2-7/8"(I LO'}

SN LANDED AT 4443 2' KB SN @4443'

ONIOFF TOOL AT 4444 3 On On Tool @4444'

ARROW #I PACKER CE AT 4449 52 Packer@4449'
XO 2-3/8 x 2-7/8 J-55 AT 4453 69'

X/N Nipple @4458
TBG PUP 2-3/8 J-55 AT 4454 24' EOT@ 4460'

X/N NIPPLE AT 4458 39' C 4508-4512'

TOTAL STRING LENGTH EOT @4459 9' 4557-4560°

4566-4370' PERFORATION RECORD
5610-5613' 3]SPF 9holes
5564-5567' 3 JSPF 9 holes4724-4731
5490-5494' 3JSPF 12holes
5392-5399' 3 JSPF 21 holes
5135-Sl3T 3]SPF 6holes

4965-4967. 4985-4993' 3 JSPF 24 holes
4965-4967 3 JSPF 6 holes

4985-4993'
4724-4731' 3JSPF 21holes
4566-4570' 3 JSPF 12 holes

$135-513T 4557-4560' 3JSPF 9holes
4508-4512' 3 ]SPF 12 holes

$392-5399'

5490-5494'

5564-556T

NEWFIELD 666°-56tr

PBTD @5788'Federal 3-28-9-16
651' FNL & ISOP FWL TD@5845'

NE/NW Section 28-T9S-RI6E
Duchesne Co, Utali

API # 43-013-33408: Lease# UTU-74392



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-404

Operator: Newfield Production Company

Well: Federal 3-28-9-16

Location: Section 28, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33408

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on March 12, 2013.

2. Maximum Allowable Injection Pressure: 1,678 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,806' - 5,788')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approvedby: / ,.,
/c/M IS

I Rog s : Date
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County UTAH
Well File DNRN:\O&G Reviewed Docs\ChronFile\UIC

1594 WestNorth Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &



Sundry Number: 44240 API Well Number: 43013334080000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:

DIVISIONOF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 3-28-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013334080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0651 FNL 1810 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 28 Township: 09.08 Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/23/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENS10N

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 8:30 AM on Accepted by the
10/23/2013. utah Division of

Oil, Gas and Mining

Date: November 25, 2013

By:

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/28/2013

RECEIVED: Oct. 28,


